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DIGITAL PANEL METER
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Programmable Digital Meter
Exclusive Features :-

Specification Description

Input

Display 

 

Auxiliary 

Protection 

  

Rish Eine :    Voltage: 3PH- 100...500V L-L 
                                    1PH- 57.5...300V L-N 
                                             600V L-N (Fixed) 
                     Current : 1A or 5 A (1PH or 3PH)
                                     100mA AC (External 3PH nano CT)
Rish Eine + : Voltage : ±75mV or ±150mV or ±5V or ±10V  
                                     or 0...500V or 0…1000VDC  
                     Current : ±10mA or ±20mA or 4...20mA or 
                                     ±1A or ±5A

1 Line 4 Digit, Red Colour Ultra Bright LED, 14mm (Height)

± 0.5 % of Nominal value (Eine)
<0.5% of Display End value ±1 digit (Eine+)

40…300V AC/DC (45...65Hz) or 20…40V AC & 20…60V DC

IP50 from Front Side & IP 20 from back side

48 x 96 x 68 mm,
96 x 96 x 40 mm

Additional Features

Additional Features

• True RMS Measurement upto 15th Harmonic
• On-site user friendly programming with front function keys
• Click fit arrangement for quick installation 
• Onsite selection of Auto scroll / Fixed screen
• Routine Test Certificate (Optional)

RISH DPM PW / PF

RISH DPM Hz Specification Description

Input

Display 

Accuracy 

Auxiliary 

Protection 

Size (H x W x D)   

10…500Hz (in the voltage Range : 50…500VAC)

1 Line 4 Digit, Red Colour Ultra Bright LED, 14mm (Height)

±0.5 Hz ± 1 Digit

40…300V AC/DC (45...65Hz) or 20…40V AC & 20…60V DC

IP50 from Front Side

48 x 96 x 68 mm,
72x144 x 93 mm,
96 x 96 x 55 mm 

 

Specification Description

Input

Display 

Accuracy 

Auxiliary 

Protection 

 

Voltage: 63.5VLN/110VLL or 133VLN/230VLL (Fixed) 
or 239.6VLN/ 415VLL or 254VLN/440VLL
 Current : 1A or 5A 

 1 Line 4 Digit, RED Colour

±0.5% of range (KW & KVA), ±1% of range (KVAr), ±2° (PF)

40…300V AC/DC (45...65Hz) or 20…40V AC & 20…60V DC

IP54 from Front Side

72 x144 x 80 mm,
96 x 96 x 80 mm 

RISH EINE / EINE +

• EMC : IEC 61326 - 1 : 2005 
• Safety : IEC 61010 - 1- 2001
• IP ( for Solid & Liquid ) : IEC 60529
• Operating Temperature : -10 to +55 C°
• Storage Temperature : -20 to +70°C   
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Accuracy

Size (H x W x D) 

Size (H x W x D)  

Additional Features

Rish Eine+ :

Rish Eine   :

• Non Linear Scale – Bent Function 
• Ambient Temperature Indication & PF Display 

•  Max. continues input current - 120% default
                                                 -  150% Optional 

• Measurement of Frequency 

• Display of Frequency & RPM

• On site programmable no. of poles, RPM = 120 F/N

• User Selectable Power Parameter kW, kVA, kVAr

• Digit height : 11 mm or 20 mm (96 X 96)
                     26 mm (72 X 144)  

DIGITAL PANEL METERProgrammable Digital Meter

Additional Features

Rish Eine+ :

Rish Eine   :

• Non Linear Scale – Bent Function 
• Ambient Temperature Indication & PF Display 

•  Max. continues input current - 120% Default
                                                 -  150% Optional 
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Additional Features

MULTIFUNCTION METER

Delta Series

RISH OPTIMA / DELTA VAF

RISH DELTA POWER

RISH DELTA ENERGY

www.rishabh.co.in

• True RMS Measurement upto 15th Harmonic
• On-site programmable CT / PT ratio 
• Click fit arrangement for easy installation
• On-site user selectable system - 3PH 3W, 3PH 4W, 1PH 2W 

Basic Multifunction Meters
Exclusive Features :-

Voltage : 57.7…290 VLN/ 100…500VLL (45…65 Hz)
Current : 1A or 5A 

Optima VAF - 3 Digit 3 Line LED 
Delata VAF  - 4 Digit 3 Line LED
                      1 Line Alphanumeric 

Class 1

40…300V AC/DC or 20…40V AC / 20…60V DC (Optima VAF)
40…300V AC/DC or 12...48 VDC (Delta VAF)
Self Aux: 1PH 2W & 3PH 4W version only (Delta VAF)

Relay (Limit Switch Function) 

V, A, Hz, Run Hour, ON Hour, No. of Interruptions

96 x 96 x 55 mm (without add-on card)
 96 x 96 x 62 mm (with add-on card)

Specification Description

Display 

Accuracy 

Auxiliary

Output(Optional)

 

 
 

Voltage : 57.7…290 VLN/ 100…500VLL (45…65 Hz )
Current : 1A or 5A 

4 Digit 3 line LED 

Class 1

40V…300V AC/DC or 12...48 VDC

Relay (Limit Switch Function) 

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, Run Hour, 
ON Hour, No. of Interruptions

96 x 96 x 55 mm (without add-on card)
 96 x 96 x 62 mm (with add-on card)

Specification Description

 

Accuracy 

Auxiliary 

 

 

Voltage : 57.7…290 VLN/ 100…500VLL (45…65 Hz)
Current : 1A or 5A 

4 Digit 3 line LED 

Class 1

40V…300V AC/DC or 12...48 VDC

Relay (Limit Switch Function)
RS485 Modbus Communication

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Demand, Run Hour, ON Hour, No. of Interruptions

96 x 96 x 55 mm (without add-on card)
 96 x 96 x 62 mm (with add-on card) 

• Storage of MIN / MAX values
• EMC : IEC 61326, Safety : IEC 61010
• IP (for Solid & Liquid) : IEC 60529
• RPM Measurement

RISH OPTIMA / DELTA VAF

 

Accuracy

Auxiliary  

Output(Optional)
 
Measures 

  

RISH OPTIMA / DELTA VAFRISH Compact VAF

Display 

Accuracy 

 

 

Measures 

Dimensions  
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Voltage : 57.7…290 VLN/ 100…600VLL (45…65 Hz) 
Current : 1A-36A(CD 30), 1A-72A(CD 60), 100mA(CR 12)

4 Digits 2 Line  LED display (RED/GREEN) 

Class 0.5

60-280V AC/DC
20-60V AC/DC

RS485 MODBUS - CD 30, CD 60 
RS485 MODBUS + 1 Relay output - CR 12

V, A, Hz, RPM, THD, System Value V & I

48 X 48 X 87 mm

Additional Features

Specification Description

Specification Description

Measures  

Input

Measures  

Input

Input

Auxiliary

Input

Output(Optional)

Additional Features

Display

Display

Dimensions 

• So Compact – 48 x 48 mm size(Front Facia)
• Plug and Play Current transformer - RJ12 connections
• IP20 terminal cap protection
• IP rating:- IP 54(Front), IP 20 (Back)

• Measurement of 18 Parameters
• %Load bar graph indication(Delta VAF)
• IP rating:- IP 54(Front), IP 20 (Back)

Additional Features

• Measurement of 21 Parameters
• IP rating:- IP 50(Front), IP 20 (Back)

• Programmable Energy format & Energy rollover count
• User Assignable Registers for quick data access
• Measurement of 51 Parameters
• IP rating:- IP 50(Front), IP 20(Back)

Dimensions

Output (Optional)

Dimensions 



Master Series

: 
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• True RMS Measurement upto 15th Harmonic
• On-site programmable CT / PT ratio 
• Phasor Diagram & Waveform with user selectable Line 

colour selection (3430i & 3440i only)
• On-site user selectable system - 3PH 3W, 3PH 4W 
• User selectable Low Current suppression (below 30mA)

Advanced Multifunction Meters Exclusive Features :-

Specification Description

Accuracy 

Auxiliary 

Output(Optional)

Protection 

Size (H x W x D) 

  

Voltage : 57.7…290 VLN/ 100…500VLL  (45…65 Hz)
Current : 1A or 5A 

4 Digit 3 Line for LED Version(MFM 3430), 
Touch Screen color graphics LCD Version (MFM 3430i)

Class 0.2

60V...300V AC/DC or 12...60V AC/DC 

RS485 Modbus + 2 Relay Output (Pulse) 
 RS485 Modbus + 1 Relay + 2 Analog Outputs 
 Ethernet (Modbus TCP/IP) 

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, THD

Specification Description

Input

Display 

 

Voltage : 57.7…290 VLN/100…500VLL (45…65 Hz)
Current :1A or 5A 

4 Digit 3 Line for LED Version(MFM3440),
Touch Screen color graphics LCD version (MFM3440i & 3440iDL)

Class 0.2 (MFM3440 & MFM3440i)
Class 0.2S (MFM3440iDL)

60V...300V AC/DC or 12...60V AC/DC 

RS485 Modbus + 2 Relay Output (Pulse) 
 RS485 Modbus + 1 Relay + 2 Analog Outputs 
 Ethernet (Modbus TCP/IP) 

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, KVAH, 
Neutral Current, THD, Demand, Max. Demand, Run Hour, ON Hour, 
No. of Interruptions

RISH MFM 3430(LED) / 3430i(LCD)

RISH MFM 3440(LED) / 3440i(LCD)

• Storage of MIN / MAX values
• % THD Measurement
• Programmable Energy format & Energy rollover count
• User Assignable Registers for quick data access
• EMC : IEC 61326, Safety : IEC 61010
• IP for Solid & Liquid as per IEC 60529
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Specification Description

Voltage : 57.7…346 VLN/ 100…600VLL (45…65 Hz) 
Current :1A or 5A 

Touch Screen color graphics LCD 

Class 0.2 (default)
Class 0.2S (on request)

60V...300V AC/DC or 12...60V AC/DC 

RS485 Modbus + 2 Relay Output (Pulse) 
 RS485 Modbus + 1 Relay + 2 Analog Outputs 
 Ethernet (Modbus TCP/IP) 

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, THD, Demand, Max. Demand, Run Hour, 
ON Hour, No. of Interruptions

RISH MFM 3480(LCD)

Display

Measures 

 

Auxiliary 

Output(Optional)

Protection 

Size (H x W x D) 

Measures  

Input

 

 

Auxiliary 

Accuracy

Accuracy

Additional Features

Additional Features

Additional Features

Display

• User Pro. Energy Update rate (1-60 MIN.)
• Measurement of 45+ parameters.

• Relay O/p as pulse O/p or Limit Switch
• Measurement of 60+ parameters
• Accuracy Class 0.2s on request (MFM3440 & MFM3440i)
• Unit with internal data logging (MFM3440iDL)

Additional Features

• Phase Reversal Indication
• Measurement of 45+ parameters.

Output(Optional)

Protection 

Size (H x W x D) 

Measures  

www.rishabh.co.in

Exclusive Features :-

Input



Versions     Rish EM 1320 – Display of Active Energy only
    Rish EM 1340 – Display of All Parameters
 

 Rish EM 3490SS – Single Source Energy Meter 

Specification Description

Display 

Accuracy 

Auxiliary 

 

 

 

Voltage : 57.7…290 VLN/ 100…500VLL (45…65 Hz)
Current :1A or 5A 

1 Line LCD type (3 Parameters at a glance)

Class 1

60V...300V AC/DC or 20-40 V AC / 20-60 V DC

RS485 
RS485+ Pulse Output
RS485+ 2 Pulse Outputs 

IP50 from Front Side

96 x 96 x 55 mm (With Add-on Module)
 96 x 96 x 35 mm (Without Add-on Module)

EM 1320 – KWH 
EM 1340 – V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, THD, Demand, Max. Demand, Run Hour, 
ON Hour, No. of Interruptions

Specification Description

Display 

 

 

 

 

  

Voltage : 63.5VLN/ 10VLL or 133VLN/230VLL or 
239.6VLN/415VLL(Fixed I/p)  (40...70Hz)
Current : 1A or 5A (Non programmable) 

8 Digit 7 segment LED

Class 1 (IEC 62053-21)
Class 0.5 (on request)

100...250V AC/DC or 12V…48V DC 

RS485 Modbus + 1 Relay Outputs 

IP54 from Front Side

96 x 96 x 80 mm 

KWH,  KVAH

RISH EM Series

Single Source Energy Meters
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Energy Meters Series
• True RMS Measurement 15th Harmonic
• On-site programmable CT / PT ratio 
• IP for Solid & Liquid as per IEC 60529
• THD Measurement

Advanced Multifunction Meters

Versions
Rish EM 3490DS (LED) 
 Rish EM 3490DSi –Touch Screen (LCD)(56th Level)
Rish EM 2340 (LCD)

Specification Description

Input

Display 

 

 

  

Voltage : 57.7-288V (L-N), 100- 480V(L-L) EM 3490DS
               100-500V(L-L) EM3490DSi/EM 2340
Current : 1A or 5A
 

7 segment LED, Dual Line - EM 3490DS
Touch screen LCD - EM3490DSi 
LCD with 3 parameter at a glance - EM 2340)

Class 1 (EM 3490DS & EM2340) & 
Class 0.5s (Rish EM 3490DSi)

100...250V AC/DC or 12V…48V DC (Rish 3490 DS)
 60...300 VAC /DC (Rish EM 3490DSi & EM 2340)

RS485 Modbus (EM 3490DS)
RS485 Modbus or 1 Relay O/P (EM 2340DS)
 RS485 Modbus or 2 Relay O/P (EM 3490DSi)
 (All plug and play modules)

IP50 from Front Side (Rish EM 2340)
IP54 from Front Side (Rish EM 3490DS & Rish EM 3490DSi)

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, KWH, KVArH,PF, Phase Angle,  KVAH, 
Neutral Current, Run Hour, ON Hour, THD, Harmonics (56th Level), 
No. of Interruptions
 

Dual Source Energy Meters

• Programmable Energy format & Energy rollover count
• User Assignable Registers for quick data access
• EMC : IEC 61326, Safety : IEC 61010
• On-site user selectable system- 3PH 3W or 3PH 4W or 1PH 2W network

Auxiliary

Size (H x W x D)

Output(Optional)

Input

Output(Optional) 

Auxiliary

Output(Optional)

Size (H x W x D)

W AV

Measures  

Input

Protection

Measures 

Accuracy

Protection

Exclusive Features :-

Protection

Additional Features

• Phase / Current Reversal Indication
• Measures 65+ parameters (EM 1340)
• Dedicated measurement of kWh (EM 1320)

Versions

Additional Features

• Phase / Current Reversal Indication
• 34 Parameters display through Modbus 

Accuracy

Size (H x W x D)

Measures

Additional Features

• Phase / Current Reversal Indication
• Direct Cost Calculations / Time of Day (TOD/TOU)-EM 3490DSi 
•  Auto connect current limit – ACCL function (EM3490DSi)
• Rish EM 3490DS measures 45+ parameters
• Rish EM 3490DSi measures 100+ parameters
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Versions
Single Source Energy Meters
    Rish EM 1320 – Display of Active Energy only
    Rish EM 1340 – Display of All Parameters
 

Additional Features

Versions

Additional Features

Rish EM 3490 – Electromechanical 
 Rish EM 3490SS – Single Source LED Display 
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Specification Description

Display 

Accuracy 

Auxiliary 

Protection 

 

 

Voltage : 57.7…290 VLN/ 100…500VLL (45…65 Hz)
Current :1A or 5A 

1 Line LCD type (3 Parameters)

Class 1

60V...300V AC/DC or 20-40 V AC / 20-60 V DC

RS485 
RS485+ Pulse Outputs
RS485+ 2 Pulse Outputs 

IP50 from Front Side

96 x 96 x 55 mm (With Add-on Module)
 96 x 96 x 35 mm (Without Add-on Module)

EM 1320 – KWH, 
EM 1340/2340DS – V, A, Hz, KW, KVAr, KVA, PF, 
Phase Angle, KWH, KVArH, KVAH, Neutral Current, 
THD, Demand, Run Hour, ON Hour, No. Of Interruptions

Specification Description

Display 

 

 

 

 

  

Voltage : 63.5VLN/ 110VLL or133VLN/ 230VLL or 
239.6VLN/415VLL(Fixed I/p) (45...55Hz For Rish EM 3490) & 
(40...70Hz For Rish EM 3490SS)
Current : 1A or 5A (Non programmable) 

8 Digit 7 segment LED(EM3490SS)
7 Digit Electromechanical type (Em3490)

Class 1(IEC 62053-21)

Self Powered (Rish EM 3490) Derived from PH-1
 100...250V AC/DC or 12V…48V DC (Rish EM 3490 SS)

RS485 Modbus + 1 Relay Outputs 

IP54 from Front Side

96 x 96 x 80 mm 

EM 1320 – KWH, EM 1340/2340DS – V, A, Hz, KW, KVAr, 
KVA, PF, Phase Angle, KWH, KVArH, KVAH, Neutral Current, 
THD, Demand, Run Hour, ON Hour, No. Of Interruptions

RISH EM Series

Single Source Energy Meters
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Energy Meters Series
• True RMS measurement
• On-site programmable for CT / PT ratio 
• IP for Solid & Liquid as per IEC 60529
• THD Measurement
• User selectable Low Current suppression (below 30mA)

Advanced Multifunction Meters

Exclusive Features :-

• Phase / Current Reversal Indication
• Measures 65+ parameters(1340)
• Dedicated measurement of kWh(1320)

• Phase / Current Reversal Indication
• Built-in Transient protection (EM 3490)
• Parameter display through Modbus(EM3490SS)

Versions

Additional Features

Rish EM 3490DS – Dual Source (LED) 
 Rish EM 3490DSi – Dual Source Touch Screen (LCD)
Rish EM 2340 Dual Source (LCD)

Specification Description

Input

Display 

 

 

 

 

Measures 

  

Voltage : 57.7-288V (L-N), 100- 480V(L-L) EM3490DS
               100-500V(L-L) EM3490DSi/EM 2340
Current : 1A or 5A 
Generator Sense : 10…60 VDC / 20 to 300 VAC 

7 Digit, Dual Line EM3490DS
Touch screen LCD with 3 parameter at a glance 

Class 1 (Rish EM 3490DS) & Class 0.5S (Rish EM 3490DSi)

100...250V AC/DC or 12V…48V DC (Rish 3490 DS)
 60...300 VAC /DC (Rish EM 3490DSi & Em2340)

IP50 from Front Side(Rish EM 2340)
IP54 from Front Side(Rish EM 3490DS & Rish EM 3490DSi)

96 x 96 x 80 mm

Rish EM 3490DS - V, A, Hz, KW, KVA, PF, KWH, Run Hour, 
ON Hour, No. Of Interruptions
 Rish EM 3490DSi - V, A, Hz, KW, KVAr, KVA, KWH, KVArH,
PF, Phase Angle,  KVAH, Neutral Current, Run Hour, ON Hour, 
THD, Harmonics (56th Level), Demand, No. Of Interruptions, 

RS485 Modbus or 1 Relay O/p (EM 3490DS only)
 RS485 Modbus or 2 Relay O/P (EM 3490DSi only)
 (All plug and play modules)

Dual Source Energy Meters

• Programmable Energy format & Energy rollover count
• User Assignable Registers for quick data access
• EMC : IEC 61326, Safety : IEC 61010
• On-site user selectable system- 3PH 3W or 3PH 4W or 1PH 2W network

• Phase / Current Reversal Indication
• Direct Cost Calculations (EM 3490DSi only)
• Time of Day (TOD/TOU function) – (EM 3490DSi only)
• Auto connect current limit – ACCL function (EM3490DSi only)
• Colour Selection as per user choice on site (EM3490DSi only)

Auxiliary

Size (H x W x D)

Output

Input

Output 

Auxiliary

Output

Size (H x W x D)

Measures  

Input

Protection

Measures 

Accuracy

Protection
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Accuracy

Size (H x W x D)

RISH EM - 1340

Generator Sense : 10…60 VDC / 20 to 300 V AC 



Additional Features

Rish EM DC 6000 – Single channel DC Energy Meter
Rish EM DC 6001 – Multichannel DC Energy Meter (Basic)
 Rish EM DC 6002 – Multichannel DC Energy Meter with 
                                 (Data Logging + USB +RTC)
                                  

Specification Description

Input

 

 

Auxiliary 

Protection 

Size (H x W x D) 

 

Output (Optional)  

Voltage : 10...60V DC or 61...200V DC or 201...1000V DC 
50....150 mV (Shunt Operated) 
programmable on site  

8 Digit 1 Line Display( )Rish EM DC 6000
8 Digit 4 Line Display( )Rish EM DC 6001, Rish EM DC 6002

Class 1(Rish EM DC 6001, Rish EM DC 6002)
Class 0.5s(Rish EM DC 6000) 

60...300V AC/DC or 12…70V DC / 20-60 AC DC (6000)

IP54 from Front Side

96 x 96 x 80 mm

DC – V, A, Power Energy, Run Hour, ON Hour, No. Of 
Interruptions, Demand, Old Parameter

(Rish EM DC 6000) - 
                 RS485 Modbus +  2 Relay Outputs
                 RS485 Modbus +  2 Relay Outputs  + USB + Data Logging

(Rish EM DC 6001 & EM DC 6002) - 
                 RS485 Modbus
                 RS485 Modbus +  2 Relay Outputs 
                 RS485 Modbus +  4 Relay Outputs
                 

DC ENERGY METER 

• True RMS Measurement
• Multiple Circuit Monitoring ( 4x 3ph or 12x 1ph) - System 

Transparency at a glance

Specification Description

Display 

Accuracy 

Size (H x W x D)  

 

Voltage : 57.7…346.42 V LN/ 100…600V LL (45…66 Hz)  
Current : 100mA

4 Line 4 Digit LCD display + 9 digit separate energy counter + 
Load analog graph

Class 1 as per IEC 62053 - 21
Class 0.5S as per IEC 62053 - 22 (optional)

100-550V AC/DC

IP20 Terminal side, IP54 from Front Side

96 x 96 x 70 mm(with module)
96 x 96 x 51 mm(without module)

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, KVAh, 
Neutral Current, Harmonics (31st), THD, Demand, Run Hour, 
ON Hour, No. Of Interruptions, old parameters

RS485 - 2 Relay - USB
RS485 - 4 Relay
Ethernet

 

• Data logging (Event based, Time based, Load profile based)
• Plug and Play Current transformer (RJ12 connections)
• Residual Current Monitoring and tripping

Multi-Load Monitor
Exclusive Features :-

5

RISH ML 1410

Measures

Output (Optional) 

Input

Measures 

Versions

• Multi-channel support – up to 4 channels
• Load Profile Analysis
• Reverse current Locking
• Bidirectional V & I measurement
• Rish EM DC 6000 measures 21 parameters
• Rish EM DC 6001 & EM DC 6002 measures 71 parameters

www.rishabh.co.in

Specification Description

Display 

 

 

Measures 
 

Output 
(Optional)   

Voltage : 57.7…346.42 V LN/ 100…600V LL (45…66 Hz)  
Current : 1A or 5A , 100mA 

3 Line 4 Digit LCD with Backlit

Class 0.5s ( IEC 62053 - 22/23)
Class 1

100-550VAC/DC or 12-60 V ACDC

IP20 from (Terminal Side) & IP54 from (Front Side)

96 x 96 x 70 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, 
KVAh, Neutral Current, Harmonics (31st), THD, Demand, 
Run Hour, ON Hour, No. Of Interruptions, old parameters

• RS485
• RS485 + 2DI + 2 Relay O/p
• RS485 + 2DI + 2SO O/p

Input

Accuracy

Auxiliary

Protection

Size (H x W x D)

DIN RAIL POWER METERS

Display

(MID APPROVED)

True RMS measurement @ Sampling rate of 128 / Cycle
Ac�ve Energy accuracy 0.2s, as per 62053-22
2 Digital Inputs Configurable as Contact Status Monitoring / 
Pulse Coun�ng / Teriff based kWH Accumula�on
THD and Individual Harmonics Measurement upto 31st Order.
Pre-Paid Cost Based Energy Tripping
Health Monitoring of 3PH Load with indica�on.
6 Energy sources configurable for tariff based energy
User Assignable Screens (Easy & fast access to Imp parameters)
RS 485 MODBUS Communica�on (Op�onal)
Onsite Configurable Relay Outputs (Op�onal)

Accuracy

• True RMS Measurement
• Demand measurement & Control
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio
• On-site user selectable system - 3PH 3W or 3PH 4W 

Specification Description

Display 

Accuracy 

Auxiliary 

Protection

Size (H x W x D)  

 

Voltage: 57.7…288.68 V LN/ 100…500V LL (45…66 Hz) 
Current: 1A or 5A 

Touch Screen LCD Display

Class 0.5S (IEC 62053)

60...300VAC/DC

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, kVA, kW, kVAr, Max. Demand 
Current Harmonics (56th), %THD, Demand, 
Run Hour, ON Hour, No. Of Interruptions

RS485 Modbus

• % THD Measurement
• Time of Day (TOD/TOU function)
• Inbuilt RTC – Real Time Clock
• User assignable registers for quick data access
• Colour Selection as per user choice on site

Demand Controller
Exclusive Features :-

Rish DMCi

Output  

Input

Additional Features

• Demand measurement & control
• measure & monitor more than 80 parameters
• Power quality measurement upto 56th harmonics
• Phase Reversal Indication 
• Individual Harmonic Analysis upto 56th Level for V & I

Measures 

• True RMS Measurement
• Demand measurement & Control
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio
• On-site user selectable system - 3PH 3W or 3PH 4W 

Specification Description

Display 

Accuracy 

Auxiliary 

Protection

Size (H x W x D)  

 

Voltage: 57.7…288.68 V LN/ 100…500V LL (45…66 Hz) 
Current: 1A or 5A 

Touch Screen LCD Display

Class 0.5S (IEC 62053)

60...300VAC/DC

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, kVA, kW, kVAr, Max. Demand 
Current Harmonics (56th), %THD, Demand, 
Run Hour, ON Hour, No. Of Interruptions

RS485 Modbus

• % THD Measurement
• Time of Day (TOD/TOU function)
• Inbuilt RTC – Real Time Clock
• User assignable registers for quick data access
• Colour Selection as per user choice on site

Demand Controller
Exclusive Features :-

Rish DMCi

Output  

Input

Additional Features

• Demand measurement & control
• measure & monitor more than 80 parameters
• Power quality measurement upto 56th harmonics
• Phase Reversal Indication 
• Individual Harmonic Analysis upto 56th Level for V & I

Measures 

Auxiliary 

Protection

• % THD measurement upto 31   Harmonics. 
• Pre-Paid Cost Based Energy Tripping
• 3PHHealth Monitoring of  Load with indication
• Measures 100+ parameters

st

(with inbuilt RS485- 2Relay)

Additional Features

Additional Features
• MID approved
• Compliance to performance standard IEC 61557-12
• Pre-Paid Cost Based Energy Tripping
• 3PHHealth Monitoring of  Load with indication
• Impulse LED for Energy Testing
• Measures 95 parameters



Load Manager
• On-site user selectable system- 3PH 3W or 3PH 4W or 1PH 2W 
• User Assignable Registers for quick data access
• Plug & Play Current Transformer option for easy wiring
• EMC : IEC 61326, Safety : IEC 61010,
• IP for  IEC 60529Solid & Liquid as per

RISH LM 1340

RISH LM 1360 Specification Description

Input

Display 

Accuracy 

 

Voltage : 57.7…346.42 V LN/ 100…600V LL (45…66 Hz)  
Current : 1A or 5A , 100mA in case of Plug & play CT option

4 Line 4 Digit LCD display + 9 digit separate energy 
counter + Load analog graph

Class 0.2s, 
Class 1 (for Plug and play CT option)

100-550 V AC/DC

IP20 Terminal side & IP54 from Front Side 

96 x 96 x 70 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, KVAh, 
Neutral Current, Harmonics (31st), THD, Demand, Run Hour, 
ON Hour, No. Of Interruptions, old parameters, RPM

RISH LM 1380

Specification Description

Specification Description

Input
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Voltage : 57.7…346.42 V LN/ 100…600V LL (45…66 Hz)  
Current : 1A or 5A  

Class 0.2S ( IEC 62053 - 22/23)

100-550VAC/DC or 12-60VAC/DC

IP20 Terminal side, IP54 from Front Side

96 x 96 x 70 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, KVAh, 
Neutral Current, Harmonics (31st), THD, Demand, Run Hour, 
ON Hour, No. Of Interruptions, old parameters

Input

• RS485 Modbus
• Ethernet
• RS485 + 2DI + 2DO
• Ethernet + 2DI + 2DO

Additional Features

• % THD measurement upto 63   Harmonics. 
• Dual Communication port - (RS 485 + Ethernet)
• 4 Digital Inputs – Monitoring Status / Pulse counter / Tariff
• USB port interface for data access
• Measures 98 parameters
• Multi tarriff facility

rd

• RS485 Modbus + 2 Pulse Output
• Ethernet
• Ethernet + Data logging
• RS485 + 2 Pulse Output + Data logging + USB
• GSM  

Additional Features
• % THD measurement upto 31   Harmonics. 
• RTC with data logging(optional)
• User assignable 10 Screen
• USB port interface for data access
• Measures 85 parameters

st

Additional Features

• % THD measurement upto 31   Harmonics. 
• Pre-Paid Cost Based Energy Tripping
• 3PHHealth Monitoring of  Load with indication
• 2 digital inputs & 2 digital outputs
• Measures 98 parameters

st

• RS485
• Ethernet
• RS485 + 4DI + 2DO
• RS485 +Ethernet + 4DI + 2DO
• Ethernet + 4DI + 2DO

• True RMS measurement
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio 
• User assignable screens
• % THD Measurement

www.rishabh.co.in

Auxiliary 

Protection 

Size (H x W x D)

Measures 
 

Output (Optional)  

Display 

Accuracy 

   Auxiliary 

Protection 

Size (H x W x D)

Measures 
 

Output (Optional)

LM 1360 with Plug & Play CT

Voltage : 57.7…346.42 V LN/ 100…600V LL (45…66 Hz) 
Current : 1A or 5A ,100mA 

3 Line 5 Digit and 1 Line 9 Digit seven segment LCD with Backlit

Class 0.2s

100-550VAC/DC or 12-60V AC/DC

IP54 from Front Side & IP20 Terminal side

96 x 96 x 70 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, KVAh, 
Neutral Current, Harmonics (31st), THD, Demand, Run Hour, 
ON Hour, No. Of Interruptions, old parameters, RPM

 
 

Output (Optional)  

Display 

 

 

 

Accuracy

Auxiliary

Protection

Size (H x W x D)

Measures

Multi-Load Manager
• Prepaid Tariff based tripping
• Health Monitoring of Three Phase Load

Exclusive Features :-

Exclusive Features :-
• Multiple Circuit Monitoring ( 4x 3ph or 12x 1ph) - System Transparency at a glance

• Residual Current Monitoring and tripping

RISH ML 1400 / 10 Specification Description

Input

Display 

Accuracy 

   

Voltage : 57.7…346.42 V LN/ 100…600V LL (45…66 Hz)  
Current : 100mA  

4 Line 4 Digit and 1 Line 9 Digit row LCD with Backlit

Class 0.5s 

100-550VAC/DC or 12-60VAC/DC

IP20 Terminal side, IP54 from Front Side

96 x 96 x 70 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, KVAh, 
Neutral Current, Harmonics (31st), THD, Demand, Run Hour, 
ON Hour, No. Of Interruptions, old parameters

Auxiliary 

Protection 

Size (H x W x D)

Measures 
 

Output (Optional)

RS485 - 2 Relay
RS485 - 2 Relay - USB
RS485 - 2 Relay - USB - Datalogging
RS485 - 4 Relay
RS485 - 4 Relay - Datalogging
Ethernet
Ethernet - Datalogging

Quick Fix Module

The QuickFix Module allows for the connections of up to three standard current transformer, or 
standard split-core current transformers (with 1A or 5A secondary), to a 100mA RJ12 input meter.

Quick Fix Module

Suitable for  : ML 14XX
                      LM 13XX

1 : RJ00 - 1Ø RJ-12 to 3Ø RJ-12 QuickFix

2 : RJ01 - 1A to 100mA RJ-12 QuickFix

3 : RJ05 - 5A to 100mA RJ-12 QuickFix

4 : RC30 - CBCT to RJ12 QuickFix

4 Line 4 Digit LCD display + 9 digit separate energy counter + 
Load analog graph



POWER QUALITY METERS

EN 50160 Report Power Configurator - Software ScreensData Logging (User Defined)

Specification Description

Display 

Accuracy 

Auxiliary 

Protection 

 

Sampling Rate 

Output (Optional)  

Voltage : 57.7 VLN/100VLL…500VLN/866VLL
 Current : 1A or 5A onsite Programmable

5" TFT Touch Screen Display with 480 x 272 pixels resolution

Class 0.2s for Energy and Measurement Class s

85…265V AC/DC

IP20 from Back side, IP54 from Front side

144 x 144 x 101 mm (with terminal caps)
144 x 144 x 129 mm (without terminal caps)

50kHz (1000 Samples per Cycle)

2 Relay + RS485 Modbus

Voltage : 57.7…288.68 V LN/100…500V LL (45…66 Hz) 
Current : 1A or 5A 

Touch Screen LCD Display

Class 0.5s as per IEC 62053

60...300VAC/DC

IP54 from Front Side

96 x 96 x 80 mm

Phasor Representation (vector) & Scope view

RS485 Modbus 
 RS485 Modbus + 2 Pulse Output 
 Ethernet Modbus TCP/IP (All plug & play modules)

Specification Description

Display 

Accuracy 

Auxiliary 

Protection 

Size (H x W x D) 

Screen View 

Output (Optional)  

• Measurement of over 300 parameters
• Compliance to Power Quality norms as per IEC 61000-4-30
• Individual Harmonics up to 63rd level for V & I as per IEC 

61000-4-7
• Harmonic grouping and sub grouping
• Voltage Swell, Sag (Dip) and Interruption Detection
• Trend Analysis and event loggings
• Energy as per IEC 62053 Class 0.2s 

Panel Mount Power Quality Analyzer(PQA)

Power Quality Monitor (PQM)

Exclusive Features :-

• Favourite Screen – up to 20 screens with 4 parameters each
• Various views of waveforms and phasor diagrams
• Automatic Report Generation as per EN 50160 thresholds or user defined 

thresholds
• In-built data logging in 8GB SD card
• User interface with RS485 Modbus and USB port
• Dedicated data software – Power Configurator

• True RMS measurement
• Up to 30 Events Capture – Voltage Sag, 

Swell Interruption
• Time of Day (TOD/TOU function)
• Inbuilt RTC – Real Time Clock
• User Assignable registers for quick data 

access
• Direct cost calculation
• Individual Harmonics up to 56th Level (V & I)
• EMC : IEC 61326, Safety : IEC 61010,
• IP for Solid & Liquid as per IEC 60529
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RISH PQA

Input

Size (H x W x D)

Input
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RISH LM 1380

100-550VAC/DC or 12-60VAC/DC

IP20 Terminal side, IP54 from Front Side

96 x 96 x 70 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWh, KVArh, KVAh, 
Neutral Current, Harmonics (31st), THD, Demand, Run Hour, 
ON Hour, No. Of Interruptions, old parameters

Additional Features

• % THD measurement upto 63   Harmonics. 
• Dual Communication port - (RS 485 + Ethernet)
• 4 Digital Inputs – Monitoring Status / Pulse counter / Tariff
• USB port interface for data access
• Measures 98 parameters
• Multi tarriff facility

rd

Auxiliary 

Protection 

Size (H x W x D)

Measures 
 

Output (Optional)

RS485 - 2 Relay
RS485 - 2 Relay - USB
RS485 - 2 Relay - USB - Datalogging
RS485 - 4 Relay
RS485 - 4 Relay - Datalogging
Ethernet
Ethernet - Datalogging

Exclusive Features :-

Additional Features

• Measures 80 parameters
• User selectable 6 harmonic per phase

Voltage : 57.7…288.68 V LN/100…500V LL (45…66 Hz) 
Current : 1A or 5A 

Touch Screen LCD Display

Class 0.5s as per IEC 62053

60...300VAC/DC

IP54 from Front Side

96 x 96 x 80 mm

Phasor Representation (vector) & Scope view

RS485 Modbus 
 RS485 Modbus + 2 Pulse Output 
 Ethernet Modbus TCP/IP (All plug & play modules)

Specification Description

Display 

Accuracy 

Auxiliary 

Protection 

Size (H x W x D) 

Screen View 

Output (Optional)  

• True RMS measurement
• Energy Accuracy Class 0.5S
• On-site programmable CT / PT ratio
• On-site user selectable system - 3PH 3W or 3 PH 4W 
• User friendly Colour Selection choice on site
• Up to 30 Events Capture – Voltage Sag, Swell Interruption

Power Quality Monitor (PQM)
Exclusive Features :-

• Time of Day (TOD/TOU function)
• Inbuilt RTC – Real Time Clock
• User assignable registers for quick data access
• EMC : IEC 61326, Safety : IEC 61010,
• IP for Solid & Liquid as per IEC 60529
• Direct cost calculation

RISH PQM

Input

Additional Features

• Measures 80 parameters
• Individual harmonics analysis (V & I)
• User selectable 6 harmonic per phase

Exclusive Features :-

0 - 750 A AC

4 - 20 mA or 0-20 mA DC

<1000msec

0.5%

230V AC, 24V DC

IP20

70 x 30 mm(0 … 300 A AC)
90 x 40 mm(0 ... 750 A AC)

Specification Description

Input

Output

Response time

Accuracy 

Auxiliary 

Protection 

Measuring 
Ranges

 

 

 
• Single device serves functionality of both current 

transformer with inbuilt current transducer
• Measurement of AC current for frequency 50/60Hz 

,Provides proportional 4 - 20 mA or 0-20 mA 
    DC output
• High output load resistance up to 1000 ohm
• True RMS and Average type models
• Spring clamp terminal for Easy and safety electrical 

connection  

Digital Synchroscope

Touch Screen Graphics display
Thick Steel Sheet EDD grade CR material 
Graphical representation of Synchronization status.
BUS & Generator Voltage Status, Frequency & Phase difference. 

Measured Parameters:- 

Measurement of Frequency difference(BUS & Gen.) Δf.
Measurement of Phase difference(BUS & Gen.) Ø.
Measurement of Voltage amplitude difference(BUS & Gen.) V.Δ
BUS / Generator - Voltage &  Frequency.

Potential free relay contact 
Programmable PT Primary and PT Secondary

•

Network :- Single phase / Three phase

Accuracy 
Phase Angle difference( ) :- θ ±2°

Voltage Difference( V)      :- Δ ±1%                  

Frequency Difference( F) :- Δ ±0.15Hz 

Input Voltage     :- 100 - 500 V  AC     

Auxiliary supply:- 100-500 V AC/ DC,          

Response time :- 1 sec approx.              

(45-65 Hz)

BUS PARAMETERS

415.4

50.01

V 

Hz

GEN PARAMETERS

416.6

50.06

V 

Hz

MAINMAINMAIN SETUPMAINMAINMAINMAIN SETUPMAIN

POWER QUALITY METERS

EN 50160 Report Power Configurator - Software ScreensData Logging (User Defined)

Specification Description

Display 

Accuracy 

Auxiliary 

Protection 

 

Sampling Rate 

Output (Optional)  

Voltage : 57.7 VLN/100VLL…500VLN/866VLL
 Current : 1A or 5A onsite Programmable

5" TFT Touch Screen Display with 480 x 272 pixels resolution

Class 0.2s for Energy and Measurement Class s

85…265V AC/DC

IP20 from Back side, IP54 from Front side

144 x 144 x 101 mm (with terminal caps)
144 x 144 x 129 mm (without terminal caps)

50kHz (1000 Samples per Cycle)

2 Relay + RS485 Modbus

• Measurement of over 300 parameters
• Compliance to Power Quality norms as per IEC 61000-4-30
• Individual Harmonics up to 63rd level for V & I as per IEC 

61000-4-7
• Harmonic grouping and sub grouping
• Voltage Swell, Sag (Dip) and Interruption Detection
• Trend Analysis and event loggings
• Energy as per IEC 62053 Class 0.2s 

Panel Mount Power Quality Analyzer(PQA)

• Favourite Screen – up to 20 screens with 4 parameters each
• Various views of waveforms and phasor diagrams
• Automatic Report Generation as per EN 50160 thresholds or user defined 

thresholds
• In-built data logging in 8GB SD card
• User interface with RS485 Modbus and USB port
• Dedicated data software – Power Configurator

RISH PQA

Input

Size (H x W x D)

Exclusive Features :-



POWER FACTOR CONTROLLER
APFC

PFC 08L

• Auto-initialisation Function to detect (LCD Versions only)
           No. of capacitors connected (Capacitor bank count)
           Capacitor KVAr value
           Phase correction angle

• Capacitor programming option 
           Direct KVAr value
           Control series
           Auto detected value

• Intelligent bank algorithm for optimum bank switching
• Test Run Function to measure kVAr value of connected capacitor bank 
• Onsite fully programmable (LCD Versions only)
• Measurement of System Min/ Max values
• Measurement of Demand Parameters (LCD Versions only)
• THD and individual harmonics up to 31st level  (LCD Versions only)
• Reset Function (LCD Versions only)
• EMC Compatibility

144 x 144 x 56 mm (PFC 12)

PFC 08 PFC 12
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Temperature Controllers
Exclusive Features :-

• Universal Measuring Input: (RTD & TC)
• Digital Input Filter - Useful for noise suppression
• Control Type: On / OFF or PID Mode
• Digital Input Filter - Timer settable from 0 ... 999.9 seconds

Versions
RE56 - Basic model                      

            RE 57 / RE 77 / RE 96 - Advanced Models                                  

Specification Description

Display 

 

 

 

 

  

Auxiliary

Size (H x W x D)

Input

Protection

Measures 

Accuracy

RTD : RE 56 - PT100(2 or 3 wire) & Thermocouple: J,T,K,S,R 

          RE 57, RE 77, RE 96 - Above + B,N,E Thermocouples + 

          Analog Input (0/4-20mA,0-5/10V)  

RE 56 - 3 digit 7 segment display with 14.2 mm 

RE 57, RE 77, RE 96 - Dual 4 digit 7 segment display for PV & SP.

RE 56 - 0.1% (RTD) & 0.25% (Thermocouple)

RE 57, RE 77, RE 96 - 0.3% (RTD & Thermocouple) 

60 V – 280 V AC/DC (45...65Hz)

IP 54 (Front) & IP 20 (Back / Terminal side)

 RE 56 / RE 57 - 48 X 48 X 87 mm 

 RE 77 - 48 X 96 X 72 mm  

 RE 96 - 96 X 96 X 72 mm

 RE 56 - Temperature 

RE 57, RE 77, RE 96 -  Temperature with PV & SP

Single output: Relay or SSR (RE 56)

Onsite Mode Selection: Auto / Manual
Timer Function: with 5 functional selection
Onsite programmability -Heating / cooling control
Output on Failure function
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Size (H x W x D)

Model

Input

Display

Accuracy  

Auxiliary 

Protection 

 

Measures 

Output   

Exclusive Features :-Exclusive Features :-

0.2% (Analog input) 

Voltage: 240VAC (80-300V AC), Current: 1A or 5A

3 Digit 7 Segment LED Display

± 2º

80...300V AC

IP50 from Front Side, IP20(Rear side)

96 x 96 x 35 mm (without added module card), 
96 x 96 x 55mm (with added module card) 

Real-time cosφ

Relay Output 
 

96 x 96 x 59 mm(without add-on card)
 96 x 96 x 75 mm(with add-on card)

Voltage : 240VAC, Current : 1A or 5A (Progra.)

High contrast 16 X 2 LCD display (with backlight)

 ± 1% for Power & Energy

 110...550V AC

IP54 from Front Side

V, A, Hz, KW, KVAr, KVA, PF, Bank Status, Diff KVar to Target PF, KWH, 
KVArH, KVAH, Harmonics (31st), THD, Demand, Run Hour, ON Hour, 

No. of Interruptions, System Faults, Bank Switching counts, operation time

 

4 / 6 / 8 steps 6 / 8 / 12 steps

Dual output : 1. Relay + Relay
                     2. Relay + SSR
                     3. SSR + SSR

Relay
Relay + RS485(Optional)
Relay + RS 485 + RTC

4 / 6 / 8 steps Relay Stages

•
•
•
•

Output(Optional)



TRANSDUCER & ISOLATOR

Rish Con Series

RISH CON V RISH CON I RISH CON Hz

www.rishabh.co.in

• Compliance to IEC 60688, EMC : IEC 61326 
• Safety : IEC 61010, IP for Solid & Liquid as per IEC 60529
• True RMS measurement
• On-site programmable CT/PT ratio
• Available in Single or Dual O/p type (Load Independent)

Programmable AC Transducers

Non-programmable AC Transducers

RISH CON P

Exclusive Features :-
• Compliance to IEC 60688, EMC : IEC 61326, Safety : IEC 61010
• IP for Solid & Liquid : IEC 60529
• True RMS & Average measurement types
• Dual output option available for Average measurement type 

(Load Independent)
• LED indication for power

0…63.5V to 0...500V (50 or 60 Hz)
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• On site selectable O/p type (DC current / voltage) via DIP Switches
• Output Simulation
• Bent Characteristics function at O/p
• LED indication for power on & O/p type
• PRKAB 601 programmer cable - Optional  

57…500V (45…66 Hz) 1…5A (45…66 Hz)

Class 0.2

<400msec

65.5 x 43.75 x 106.5 mm

45…55Hz or 48…52Hz or 55…65Hz or 
45…65Hz (min span 4Hz) In voltage 
range 57…500V

  

100…500VLL & 1…5A

7-Segment LCD Display (Optional)

60V...300V AC/DC or 24...60V AC/DC

≤ 1% pk-pk

Din Rail – 35mm Standard & Option for Wall Mount 

Input

Display

 

 

 

 

 
 

 

Model

Current : 0…20 mA / 4…20 mA DC (Burden – 15V) 
Voltage : 0…5V/ 0…10V DC (Burden – 2mA)

0…1A or 0...5A(50 or 60 Hz)

40…300VAC/DC or 24...60VAC/DC for single output versions 
60…300VAC/DC or 20...40V AC & 20...60V DC for dual O/p version

65.5 x 22.50 x 106.5 mm (Single Output) 
65.5 x 43.75 x 106.5 mm (Dual Output)

≤ 1% pk-pk

Din Rail – 35mm Standard & Option for Wall Mount

<250msec 

Class 0.2

Accuracy 

Auxiliary

Ripple  

Response Time

Size (H x W x D)

Output (DC Signal)
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Exclusive Features :-Exclusive Features :-

Class 0.2 for Power
Class 0.5 for PF & Phase Angle

RISH CON CV RISH CON CA

<750msec

65.5 x 78.5 x 106.5 mm

Model

Input

Output

Accuracy  

 

 Size (H x W x D)

   

Auxiliary

Ripple   

Mounting 

Response Time

Current : 0…20 mA / 4…20 mA DC (Burden – 15V) Voltage : 0…5V/ 0…10V DC (Burden – 2mA) 

Exclusive Features :-

0 - 750 A AC

4 - 20 mA or 0-20 mA DC

<1000msec

0.5%

230V AC, 24V DC

IP20

70 x 30 mm(0 … 300 A AC)
90 x 40 mm(0 ... 750 A AC)

Specification Description

Input

Output

Response time

Accuracy 

Auxiliary 

Protection 

Measuring 
Ranges

 

 

 

• Single device serves functionality of 
both current transformer with inbuilt 
current transducer

• Measurement of AC current for 
frequency 50/60Hz ,Provides 
proportional 4 - 20 mA or 0-20 mA 

    DC output
• High output load resistance up to 

1000 ohm
• True RMS and Average type models
• Spring clamp terminal for Easy and 

safety electrical connection  

CT WITH DUCER

Mounting  

Output (Optional) LCD Display RS485 MODBUS, Dual Output

Versions
CT with Ducer 70 x 30 
CT with Ducer 90 x 40



RISH DUCER Mxx

Programmable Multifunction AC Transducers
Exclusive Features :-

• Compliance to IEC 60688, EMC : IEC 61326 
• Safety : IEC 61010
• IP for Solid & Liquid as per IEC 60529
• Inbuilt USB communication PORT (CON Series )

• True RMS measurement
• On-site programmable for Primary & Secondary values
• RS485 Modbus O/p (CON M)

• Configuration Port

RISH CON M
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Exclusive Features :-

• Compliance to IEC 60770, EMC : IEC 61326, 
• Safety : IEC 61010,
• IP for Solid & Liquid IEC 60529 

• User - specific input and / or output ranges
• Isolating amplifier with one input two electrically isolated outputs  

Model

Input

 

 

 

 

Mounting   
 

 

RISH CON SI 10X RISH PI 10X

Additional 
Features

Versions:- 

SI101 – 1 Input – 1 Output
SI102 – 1 Input – 2 Output

RISH DUCER TV 808

0...0.06 to 0...40VDC
0...0.1 to 0...40mA DC 

 

• 252 standard I/p & O/p combinations  Pro. on site
 
• Available Combinations : 
1 Input 1 Output 
1 Input 2 Output 
2 Input 2 Output

Class 0.2 for V, A 
 Class 0.15 for Hz,  Class 0.25 for Power

  
Current : 0…10/0…20 mA/2…20mA/4…20 mA DC 
 Voltage : 0…5V/0…10V DC 
Output Combinations –  
Rish Ducer M42– 4 Analog + 2 Digital + RS232 
 Rish Ducer M40– 4 Analog + RS232 + RS485 Modbus
 Rish Ducer M30– 3 Analog + RS232 
 Rish Ducer M24– 2 Analog + 4 Digital + Rs232 
Rish Ducer M20– 2 Analog + RS232 
 Rish Ducer M01– RS232 Port + RS485 Modbus

 
85…230VAC/DC or 24...60VAC/DC

150 x 87.5 x 124 mm

<3sec 

Din Rail – 35mm Standard & Option for Wall Mount

Output
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0...12V. 0...10V, 0...5V. 1...5VDC
 0...20mA, 0...10mA. 4...20mA. 0...24mA DC 

 

0...10V, 2...10V, 1...5V DC(0-300)
 0...20mA, 4...20mA,1...5mA DC  

 
Current : 2...10mA/ 4...20mA/ 
               0...10mA/0...20m ADC (Burden – 15V)
 Voltage : 0...5V/ 1...5V/ 0...10V/ 
               2...10V DC (Burden – 5mA)

Current: 0…20 mA / 4…20 mADC 
              (Burden – 12V)
 Voltage: 0…10V / 2…10V DC 
              (Burden – 5mA)

Voltage:-100 or 400 VLL  (Fixed)
Current : 1A or 5A (Ratio Progra.)

Model

Input

Output

 

Ripple   

Size (H x W x D) 

 

Accuracy  

Mounting 

Response Time  

Limit error ± 0.2 % Including linearity & reproducibility errors

60…300 V AC/DC or 24...60V AC/DC 85…230V AC/DC or 24...60V AC/DC

Class 0.2 Accuracy

Auxiliary

Ripple 

Response Time

Size (H x W x D) 

≤ % pk-pk0.4 ≤ % pk-pk0.5

Current: 0…20 mA / 4…20 mA/ 
              -20…20 mA DC (Burden – 12V)
 Voltage: 0…5V / 0…10V / 2…10V / 
              -10….10V DC (Burden – 5mA)

Wall or DIN Rail mounting option

RISH DUCER MxxModel

Input

Output

Auxiliary 

Ripple   

Size (H x W x D) 

 

Exclusive Features :-
• Compliance to IEC 60688, EMC : IEC 61326, 
• Safety : IEC 61010,
• IP for Solid & Liquid as per IEC 60529

• True RMS measurement
• On-site programmable for Primary & Secondary values
• Configuration Port

RISH CON M

Class 0.2 for V, A 
 Class 0.15 for Hz,  Class 0.25 for Power

Voltage:- 57VLN/ 100VLL…400VLN/693VLL (Onsite Programmable)(40…60 Hz) 
Current:- 1…6A  (Onsite programmable)

Current : 0…10/ 0…20 mA /2…20mA / 4…20 mA DC (Burden – 15V)
 Voltage : 0…5V / 0…10V DC (Burden – 2 mA)
Output Combinations –  Rish Ducer M42 – 4 Analog + 2 Digital + RS232 Port
                                 Rish Ducer M40 – 4 Analog + RS232 Port + RS485 Modbus
                                 Rish Ducer M30 – 3 Analog + RS232 Port
                                 Rish Ducer M24 – 2 Analog + 4 Digital + RS232 Port
                                 Rish Ducer M20 – 2 Analog + RS232 Port
                                 Rish Ducer M01 – RS232 Port + RS485 Modbus

 
85…230VAC/DC or 24...60VAC/DC

≤ 1% pk-pk

150 x 87.5 x 124 mm

Din Rail – 35mm Standard & Option for Wall

1...2 times the measurement cycle (Duration of the measurement cycle : 
Approx. 0.25 to 0.5 s at 50 Hz, depending on measured variable & programming)  

Accuracy  

<3sec 

Din Rail – 35mm Standard & Option for Wall Mount

Fixed Input - Voltage:-100 or 400 VLL  
Current : 1A or 5A (Ratio Programmable)

Current : 0…20 mA / 4…20 mA / -20…20 mA DC 
(Burden – 15V)
 Relay Outputs – up to RS485 Modbus 
 Output Combinations – Rish Con M40 – 4 Analog Outputs
                                       Rish Con M22 – 2 Analog & 
                                                                 2 Relay Outputs
                                       Rish Con M04 – 4 Relay Outputs

Class 0.2 for V, A & Hz
 Class 0.5 for Power, PF & Phase Angle

85…253VAC & 90...320 VDC or 20...40VAC & 20...60VDC

≤ 0.4% pk-pk

66.5 x 122.5 x 106.5 mm

Mounting 

Response Time  

Class 0.2 for V, A & Hz
 Class 0.5 for Power, PF & Phase Angle

85…253VAC & 90...320 VDC or 
20...40VAC & 20...60VDC

RISH CON M+

Voltage:-100  UN  600 VLL  ≤ ≤
Current : 1A - 5A

Current : 0 - 20mA / 4 - 20mA / -20mA..+20mA 
Voltage : 0 - 10V / -10V...+10V
Output Combinations – 
RISH CON M+ 42 - 4 Analog O/p + 2 Relay O/p
RISH CON M+ 22 - 2 Analog O/p + 2 Relay O/p
RISH CON M+ 24 - 2 Analog O/p + 4 Relay O/p

RS485 Modbus O/p - Optional

Class 0.2
Class 0.5 (Active energy)

122.5 x 66.5 x 106.5 mm

<300msec 

≤ 0.4% pk-pk

66.5 x 122.5 x 106.5 mm

Auxiliary 85…285VAC-DC

1...2 times the measurement cycle 

<50msec

110 x 53 x 60.5 mm65.5 x 22.50 x 106.5 mm 120 x 17.5 x 146.5 mm

≤ 1% pk-pk 

Current :
0…20 mA / 4 - 20 mA / -20…+20 mA DC 
 
Relay Outputs – 230V / 5A rated potential 
                           free contacts
 Output Combinations – 
Rish Con M40 – 4 Analog O/p
 Rish Con M22 – 2 Analog & 2 Relay O/p
 Rish Con M04 – 4 Relay O/p

Versions:- 

On site programmable Inputs and outputs via 
DIP switches

PI 101 - I/P - 1 O/P
PI 102 - I/P - 2 O/P

Voltage:- 57VLN/100VLL…400VLN/693VLL (40…60 Hz) 
Current:- 1…6A

DC Transducers & Signal Isolators



Low Resistance Range – 0...3700 Ω
High Resistance Range – 0...25000 Ω

Current : 0/ 4...20mADC (Burden – 12V)
Voltage : 0...5V/ 1...5V/ 0...10V/ 2...10V DC
                (Burden – 2mA)

 
± 0.2% of range

60…300V AC/DC or 20...40V AC & 20...60V DC

≤ 0.5 % pk-pk

<4s for Rish CON TPT (96 x 96 model only)
<2s for Rish CON TPT (DIN Rail model only)

65.5 x 43.75 x 106.5 mm (Din Rail mounting )
96 x 96 x 55 mm (Panel mounting )

Type PT 100 (DIN IEC 751)

Current: 0/ 4...20mADC (Burden – 10V)
 Voltage: 0...10V DC (Burden – 5mA)

Limit error ± 0.5 % Including linearity & 
reproducibility errors

 

±300mV, ±40V,   ±12mA, 50…100mA, 
 0...740 Ω / 0...5000 Ω, RTD & Thermocouple

Current : 0/ 4...20mADC (Burden – 12V for 
          1st Output & 0.3V for 2nd Output) 
Voltage : 0...5V/ 1...5V/ 0...10V/ 2...10V DC 
               (Burden – 20mA)
Max. error < ± 0.2% Including linearity & 
repeatability errors for current, voltage & 
resistance measurement

 

 

Model

Output

 

Accuracy  

Auxiliary 

Ripple   

 
 

 

RISH CON TPT RISH DUCER PT602 RISH DUCER V604

• Onsite programmable - 
   TAP number (1-100 TAP) /  input resistance range
• LED display  Tap position is displayed on front 
• 3,4 wire measurement to compensate lead 

resistance automatically 
• MODBUS RS 485 ( for panel mount optional)
  (Applicable for 96 x 96 model only) - optional 

• Measuring ranges configurable with 
DIP switches and potentiometer  

• Red LED indication for open or short 
circuit  

• Onsite input Programmable
• Free Configuration Software for 
   Programming 
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DC Transducers & Signal Isolators

GENSET CONTROLLERS

Auto Mains Failure 
Controller (AMF)

DG Controller 
(DGSC)

Auto Transfer Switch 
(ATS)

Yes

Yes

Yes

Yes

Yes

Yes

RS485, CANBUS

Yes

High End

Yes

Yes

No

Yes

Yes

Yes

RS485, CANBUS

Yes

Standard

Yes

No

Yes

No

DI Only

Yes

RS485

Yes

Upgradation

Exclusive Features :-
• Fuel Level & Oil Temperature
• Smart auto setup systems with Events log with up to 250 events
• Remote start with closure of the generator contactor Fast & easy updating of the 

maintenance hours 
• Timer Start / Stop for programmed work cycles
• RS232 - RS485 independent serial interfaces
• Engine CANBUS J1939
• Gasoline engines support with automatic management of the choke valve

Response Time

Size (H x W x D)

Additional 
Features

www.rishabh.co.in

Model

Generator (DG Set)
 
Engine (DG Set)

Utility

Battery Monitoring

Input (DI/AI) 

Outputs (Alarm / OC) 
 
Communication 
 
Data Logging
 
Offer Requirement 

Input

Wall or DIN Rail mounting option

85…230V AC/DC or 24...60V AC/DC

≤ 1.5% pk-pk

120 x 17.5 x 146.5 mm 

Low Resistance Range – 0...3700 Ω
High Resistance Range – 0...25000 Ω

Current : 0/ 4...20mADC (Burden – 12V)
Voltage : 0...5V/ 1...5V/ 0...10V/ 2...10V DC
                (Burden – 2mA)

 
± 0.2% of range

60…300V AC/DC or 20...40V AC & 20...60V DC

≤ 0.5 % pk-pk

<4s for Rish CON TPT (96 x 96 model only)
<2s for Rish CON TPT (DIN Rail model only)

65.5 x 43.75 x 106.5 mm (Din Rail mounting )
96 x 96 x 55 mm (Panel mounting )

Panel Mounting 
(Wall or DIN Rail mounting option)

Type PT 100 (DIN IEC 751)

Current: 0/ 4...20mADC (Burden – 10V)
 Voltage: 0...10V DC (Burden – 5mA)

Limit error ± 0.5 % Including linearity & 
reproducibility errors

<500msec

 

±300mV, ±40V,   ±12mA, 50…100mA, 
 0...740 Ω / 0...5000 Ω, RTD & Thermocouple

Current : 0/ 4...20mADC (Burden – 12V for 
          1st Output & 0.3V for 2nd Output) 
Voltage : 0...5V/ 1...5V/ 0...10V/ 2...10V DC 
               (Burden – 20mA)
Max. error < ± 0.2% Including linearity & 
repeatability errors for current, voltage & 
resistance measurement

<1000msec

 

 

Model

Output

 

Accuracy  

Auxiliary 

Ripple   

Mounting   
 

 

RISH CON TPT RISH DUCER PT602 RISH DUCER V604

• Onsite programmable - 
   TAP number (1-100 TAP) /  input resistance range
• LED display  Tap position is displayed on front 
• 3,4 wire measurement to compensate lead 

resistance automatically 
• MODBUS RS 485 ( for panel mount optional)
  (Applicable for 96 x 96 model only) - optional 

• Measuring ranges configurable with 
DIP switches and potentiometer  

• Red LED indication for open or short 
circuit  

• Onsite input Programmable
• Free Configuration Software for 
   Programming 
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DC Transducers & Signal Isolators

GENSET CONTROLLERS

Auto Mains Failure 
Controller (AMF)

DG Controller 
(DGSC)

Auto Transfer Switch 
(ATS)

Yes

Yes

Yes

Yes

Yes

Yes

RS485, CANBUS

Yes

High End

Yes

Yes

No

Yes

Yes

Yes

RS485, CANBUS

Yes

Standard

Yes

No

Yes

No

DI Only

Yes

RS485

Yes

Upgradation

Exclusive Features :-
• Fuel Level & Oil Temperature
• Smart auto setup systems with Events log with up to 250 events
• Remote start with closure of the generator contactor Fast & easy updating of the 

maintenance hours 
• Timer Start / Stop for programmed work cycles
• RS232 - RS485 independent serial interfaces
• Engine CANBUS J1939
• Gasoline engines support with automatic management of the choke valve

Response Time

Size (H x W x D)

Additional 
Features

www.rishabh.co.in

Model

Generator (DG Set)
 
Engine (DG Set)

Utility

Battery Monitoring

Input (DI/AI) 

Outputs (Alarm / OC) 
 
Communication 
 
Data Logging
 
Offer Requirement 

Input

Wall or DIN Rail mounting option

85…230V AC/DC or 24...60V AC/DC

≤ 1.5% pk-pk

120 x 17.5 x 146.5 mm 

Exclusive Features :-

0 - 750 A AC

4 - 20 mA or 0-20 mA DC

<1000msec

0.5%

230V AC, 24V DC

IP20

70 x 30 mm(0 … 300 A AC)
90 x 40 mm(0 ... 750 A AC)

Specification Description

Input

Output

Response time

Accuracy 

Auxiliary 

Protection 

Measuring 
Ranges

 

 

 

• Single device serves functionality of both 
current transformer with inbuilt current 
transducer

• Measurement of AC current for frequency 
50/60Hz ,Provides proportional 4 - 20 mA or 
0-20 mA DC output

• High output load resistance up to 1000 ohm
• True RMS and Average type models
• Spring clamp terminal for Easy and safety 

electrical connection  

CT WITH DUCER
• True RMS Measurement upto 56th harmonic
• Demand Measurement & Control
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio
• On-site user selectable system - 3PH 3W or 3PH 4W 

Specification Description

Display 

Accuracy 

Auxiliary 

Protection

Size (H x W x D)  

 

Voltage: 57.7…288.68 V LN/ 100…500V LL (45…66 Hz) 
Current: 1A or 5A 

Touch Screen LCD Display

Class 0.5S (IEC 62053)

60...300VAC/DC

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, kVA, kW, kVAr, Max. Demand 
Current Harmonics (56th), %THD, Demand, 
Run Hour, ON Hour, No. Of Interruptions

RS485 Modbus

• True RMS Measurement upto 56th harmonic
• Demand Measurement & Control
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio and user 

selectable system - 3PH 3W or 3PH 4W 
• Time of Day (TOD/TOU function)
• Inbuilt RTC – Real Time Clock
• User assignable registers for quick data access

Demand Controller
Rish DMCi

Rish DMCi

Output  

Input
Additional Features
• Measures 80+ parameters
• Power quality measurement upto 56th harmonics

Measures 

<500msec <1000msec

Panel Mounting  (Wall or DIN Rail mounting option)Mounting  

Exclusive Features :-

Exclusive Features :-

< 300 ms

± 1% pk-pk

0.5%

85...230V AC/DC AUX or 24...60V AC/DC AUX

IP40 according to IEC 529

IN RAIL (35mm) / PANEL Mounting

Specification Description

Input

 

 

 

• The Transducer RISH Ducer E13 is 
used to convert a 3 sine wave AC 
Voltage or AC Current (depending on 
types) into a (load independent DC 
current or load independent DC 
Voltage) 3 output signal.

• Manufactured in SMD 
technology/compact & reliable

• Electric isolation between input / 
output and power supply (3.7 kV) / 
personnel protection assured  

AC Current / Voltage 
Transducer - E13 (3 Channel)

• True RMS Measurement upto 56th harmonic
• Demand Measurement & Control
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio
• On-site user selectable system - 3PH 3W or 3PH 4W 

Rish DMCi Additional Features

• Measures 80+ parameters
• Power quality measurement upto 56th harmonics

Exclusive Features :-

Specification Description
Input Current: 1A...6A AC
Voltage: 57.7V....500V AC
Output Current: 0…1, 0…5, 0…10, 0…20 or 4…20 mA (Burden voltage 15 V)
Voltage: 0...10 / 1...5 V  (Load capacity 20 mA)
Response Time < 300 ms
Ripple ± 1% p.p.
Accuracy Class 0.5
Auxiliary 85...230V AC/DC AUX   or  24...60V AC/DC AUX
Protection IP 40 acc. to IEC 529
Mounting DIN RAIL (35mm) / PANEL Mounting

Current: 1A...6A AC
Voltage: 57.7V....500V AC

Current: 0…1, 0…5, 0…10, 0…20 or 4…20 mA
              (Burden voltage 15 V) 
Voltage: 0...10 / 1...5 V  (Load capacity 20 mA)

Response time

Ripple 

Accuracy 

Auxiliary 

Protection 

Mounting

Output



Elite Class Power Supply – Flex Series

POWER SUPPLY (Rish Flex) 

General Purpose Power Supply : Flex - e Series

Rish Flex - e 1515A

Rish Flex - e 1512A

Rish Flex - e 1524A

Rish Flex - e 3012A

Rish Flex - e 3024A

Rish Flex - e 4512A

Rish Flex - e 4524A

Rish Flex - e 6012A

Rish Flex - e 6024A

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

15 V DC

12 V DC

24 V DC

12 V DC

24 V DC

12 V DC

24 V DC

12 V DC

24 V DC

1 A

1.25 A

0.63 A

3 A

1.5 A

3.75 A

1.875 A

5 A

2.5 A

15 W

15 W

15 W

36 W

36 W

45 W

45 W

60 W

60 W

18  x  90  x  62 mm

18  x  90  x  62 mm

18  x  90  x  62 mm

54  x  90  x  62 mm

54  x  90  x  62 mm

54  x  90  x  62 mm

54  x  90  x  62 mm

54  x  90  x  62 mm

54  x  90  x  62 mm         

Rish Flex - e 9024A

Rish Flex - e 17024A

115 V AC/ 230V AC

115 V AC/ 230V AC

24 V DC

24 V DC

5 A

7.5 A

95 to 120 W

120 to 180 W 

55  x  110  x  105 mm

55  x  110  x  105 mm  

Two Phase - Metal Housing

Rish Flex - e 9024B

Rish Flex - e 17024B

230V AC / 400V AC

230V AC / 400V AC

5 A

7.5 A

55  x  110  x  105 mm

55  x  110  x  105 mm  

Single Phase - Metal Housing

Model No Nominal Input Voltage Output Voltage Output Current Power Range Size ( W  x  H  x  D)

24 V DC

24 V DC

95 to 120 W

120 to 180 W 
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Exclusive Features :-

• High reliability and durability : MTBF > 5,00,000 hours
• Compliance to International Safety standards
• EMC Compatibility

Exclusive Features :-

• Semi-resonant technology : Ensuring efficiency >91%
• Highly dynamic output power
• Protection modes : Hiccup, Continuous & Manual Reset
• Compliance to International Safety standard

Model No Nominal Input Voltage Output Voltage Output Current Power Range Size ( W  x  H  x  D)

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

115 V AC/ 230V AC

Rish Flex 6005A

Rish Flex 6012A

Rish Flex 6024A

Rish Flex 9012A

Rish Flex 9024A

Rish Flex 15012A

Rish Flex 15024A

Rish Flex 15048A

Rish Flex 17012A

Rish Flex 17024A

Rish Flex 17048A

Rish Flex 24024A

Rish Flex 28012A

Rish Flex 28024A

Rish Flex 28048A

Rish Flex 48024A

Rish Flex 50024A

Rish Flex 50048A

5 V DC

12 V DC

24 V DC

12 V DC

24 V DC

12 V DC

24 V DC

48 V DC

12 V DC

24 V DC

48 V DC

24 V DC

12 V DC

24 V DC

48 V DC

24 V DC

24 V DC

48 V DC

5 A

6 A

3 A

10 A

5 A

12.5 A

6.25 A

3.13 A

14 A

7.5 A

3.75 A

10 A

20 A

14 A

7 A

20A

25 A

12 A

up to 35 W

36 to 72 W

36 to 72 W

95 to 120 W

95 to 120 W

120 to 150 W

120 to 150 W

120 to 150 W

120 to 180 W

120 to 180 W

120 to 180 W

192 to 240 W

240 to 336 W

240 to 336 W

240 to 345 W

384 to 480 W

480 to 600 W

480 to 600 W    

50 x 120 x 50 mm

50 x 120 x 50 mm

50 x 120 x 50 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

55 x 110 x 105 mm

72 x 115 x 135 mm

72 x 115 x 135 mm

72 x 115 x 135 mm

72 x 115 x 135 mm

85 x 120 x 140 mm

85 x 120 x 140 mm

85 x 120 x 140 mm             
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• Power boost : 3x times the rated current
• High reliability and durability : MTBF - > 5,00,000 hours
• Compact size

 

Single Phase - Plastic Housing

Single Phase - Metal Housing
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BATTERY CHARGER

Elite Series
Exclusive Features :-

• Based on Switch Mode Technology
• High Efficiency up to 86%
• Simple and safe charging profile in three stages
• LED indication – 

          Power ON
          Charge ON 
          Boost Mode
          Charge Complete (Float Mode)
          Reverse Polarity Connection 

• Protections against - Short circuit, Overload, Over Voltage, 
Reverse, Polarity Connection, Over Temperature

• Cooling by free air convection 
• Din Rail Mountable
• 3 years warranty
• High MTBF : > 5,00,000 Hrs 

Two Phase - Metal HousingModel Output Voltage 
(V)

Constant 
Current (A)

V Boost 
(V)

V Absorption 
(V)

V Float 
(V)

Rish Elite 3612A

Rish Elite 7212A

Rish Elite 12012A

Rish Elite 7224A

Rish Elite 12024A

Rish Elite 12030A

12

12

12

24

24

30

2.60

5.90

9.60

2.90

4.80

3.40

14.40

14.40

14.40

28.80

28.80

36.00

Recommended Battery 
Capacity (AH)

14.20

14.20

14.20

28.40

28.40

35.52

13.50

13.50

13.50

27.00

27.00

33.75

9 - 30 Ah

30 - 60 Ah

30 - 100 Ah

15 - 30 Ah

15 - 50 Ah

12 - 40 Ah

13

24 V DC

24 V DC

24 V DC

95 to 120 W

120 to 180 W

240 to 330 W

55 x 110 x 105 mm

55 x 110 x 105 mm

72 x 115 x 135 mm

Rish MR220 10 – 60 V DC 10 – 60 V DC 0 – 25 A (max) ---- 50 x 120 x 50 mm

Rish Flex 9024B

Rish Flex 17024B

Rish Flex 28024B

230V/ 400V/ 500 V AC

230V/ 400V/ 500 V AC

230V/ 400V/ 500 V AC

5 A

7.5 A

14 A

Redundancy Module (Decoupling Model)

Two Phase - Metal Housing

Three Phase - Metal Housing

www.rishabh.co.in

Model No Nominal Input Voltage Output Voltage Output Current Power Range Size ( W  x  H  x  D)

• True RMS Measurement
• Demand measurement & Control
• Energy Accuracy Class as per IEC 62053
• On-site programmable CT / PT ratio
• On-site user selectable system - 3PH 3W or 3PH 4W 

Specification Description

Display 

Accuracy 

Auxiliary 

Protection

Size (H x W x D)  

 

Voltage: 57.7…288.68 V LN/ 100…500V LL (45…66 Hz) 
Current: 1A or 5A 

Touch Screen LCD Display

Class 0.5S (IEC 62053)

60...300VAC/DC

IP54 from Front Side

96 x 96 x 80 mm

V, A, Hz, KW, KVAr, KVA, PF, Phase Angle, KWH, KVArH, 
KVAH, Neutral Current, kVA, kW, kVAr, Max. Demand 
Current Harmonics (56th), %THD, Demand, 
Run Hour, ON Hour, No. Of Interruptions

RS485 Modbus

• % THD Measurement
• Time of Day (TOD/TOU function)
• Inbuilt RTC – Real Time Clock
• User assignable registers for quick data access
• Colour Selection as per user choice on site

Demand Controller

Exclusive Features :-

Rish DMCi

Output  

Input

Additional Features
• Demand measurement & control
• measure & monitor more than 80 parameters
• Power quality measurement upto 56th harmonics
• Phase Reversal Indication 
• Individual Harmonic Analysis upto 56th Level for V & I

Measures 

GENSET CONTROLLERS

Auto Mains Failure 
Controller (AMF)

DG Controller 
(DGSC)

Auto Transfer Switch 
(ATS)

Yes

No

Yes

No

DI Only

Yes

RS485

Yes

Upgradation

• Fuel Level & Oil Temperature
• Smart auto setup systems with Events log with up to 250 events
• Remote start with closure of the generator contactor Fast & easy 

updating of the maintenance hours 

• Timer Start / Stop for programmed work cycles
• RS232 - RS485 independent serial interfaces
• Engine CANBUS J1939
• Gasoline engines support with automatic management of the choke valve

BATTERY CHARGER

Elite Series
Exclusive Features :-

• Based on Switch Mode Technology
• High Efficiency up to 86%
• Simple and safe charging profile in three stages
• LED indication – 

          Power ON
          Charge ON 
          Boost Mode
          Charge Complete (Float Mode)
          Reverse Polarity Connection 

• Protections against - Short circuit, Overload, Over Voltage, 
Reverse, Polarity Connection, Over Temperature

• Cooling by free air convection 
• Din Rail Mountable
• 3 years warranty
• High MTBF : > 5,00,000 Hrs 

Two Phase - Metal HousingModel Output Voltage 
(V)

Constant 
Current (A)

V Boost 
(V)

V Absorption 
(V)

V Float 
(V)

Rish Elite 3612A

Rish Elite 7212A

Rish Elite 12012A

Rish Elite 7224A

Rish Elite 12024A

Rish Elite 12030A

12.00

12.00

12.00

24.00

24.00

30.00

2.60

5.90

9.60

2.90

4.80

3.40

14.40

14.40

14.40

28.80

28.80

36.00

Recommended Battery 
Capacity (AH)

14.20

14.20

14.20

28.40

28.40

35.52

13.50

13.50

13.50

27.00

27.00

33.75

9 - 30 Ah

30 - 60 Ah

30 - 100 Ah

15 - 30 Ah

15 - 50 Ah

12 - 40 Ah
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“Power Good” Relay 
for Monitoring the 
O/p Voltage level 

O/p Circuits Protected by 
Magneto - thermic circuit brakers

Application in the Compliance 
with the Standard EN 60204

28

24

20

16

12

8

4

0
0 2 4 6 8 10 sec.

Open Closed Open Closed

Out Voltage

RISH

RISH
RISH RISH

Reduced Dimensions & Snap-

on DIN Rail Bracket

24 V DC

24 V DC

24 V DC

24 V DC

95 to 120 W

120 to 180 W

240 to 330 W

480 to 600 W 

55 x 110 x 105 mm

55 x 110 x 105 mm

72 x 115 x 135 mm

85 x 120 x 140 mm  

Rish MR220 10 – 60 V DC 10 – 60 V DC 0 – 25 A (max) ---- 50 x 120 x 50 mm

Rish Flex 9024B

Rish Flex 17024B

Rish Flex 28024B

Rish Flex 50024B

230V/ 400V/ 500 V AC

230V/ 400V/ 500 V AC

230V/ 400V/ 500 V AC

400 – 500 V AC

Rish PST 2430B

Rish PST 2440B

400 – 480 V AC

400 – 480 V AC

24 V DC

24 V DC

5 A

7.5 A

14 A

25 A

30 A

40 A

720 W

960 W

250 x 150 x 160 mm

250 x 150 x 160 mm   

Redundancy Module(Decouling Model)

Two Phase - Metal Housing

Three Phase - Metal Housing

The output voltage 
is continuously 
Monitored &
equipped with 
Power Good Relay

Standard output circuit
breakers can be 
triggered quickly & 
reliably with 
Rish Flex technology 

The higher performance
obtained with the 
Rish Flex !
Line allow half dimension 
as conventional
technology & higher 
performance

Rish Flex units comply 
with the standard 
requirement that
an overload of 50% 
over the Nominal 
Current be withstand 
by the power supply
for at least 1hour
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Model No Nominal Input Voltage Output Voltage Output Current Power Range Size ( W  x  H  x  D)

Model

Generator (DG Set)
 
Engine (DG Set)

Utility

Battery Monitoring

Input (DI/AI) 

Outputs (Alarm / OC) 
 
Communication 
 
Data Logging
 
Offer Requirement 

Yes

Yes

Yes

Yes

Yes

Yes

RS485, CANBUS

Yes

High End

Yes

Yes

No

Yes

Yes

Yes

RS485, CANBUS

Yes

Standard

Rish Flex 50024B

Rish PST 2430B

Rish PST 2440B

400 – 500 V AC

400 – 480 V AC

400 – 480 V AC

24 V DC

24 V DC

24 V DC

25 A

30 A

40 A

480 to 600 W 

720 W

960 W

  85 x 120 x 140 mm  

250 x 150 x 160 mm

250 x 150 x 160 mm   



0.3 sec Easy Programming using front Keys or USB port and Software

4 Digit LED Display

± 0.5% of Nominal value

100VLL…600VLL, 50/60 Hz (Program)

Model

Input

 

Accuracy  

Auxiliary 

 

 

 
 

 

RISH RELAY - I RISH RELAY – V RISH RELAY – V/ Hz (Line Monitoring)

PROTECTION RELAY
Basic Relays 

1A or 5 A (1Φ or 3Φ)

P.ON, OC, UC, UB

 

63.5VLN/ 110VLL…138VLN/ 240VLL (3Φ) or
220VLN/ 381VLL…240VLN/ 415VLL (3Φ) or
 240VLN/ 415VLL…277VLN/ 480VLL (3Φ) or
 58VLN…138VLN(1Φ) or 220VLN…254VLN(Discrete value 1Φ)

P.ON, UV/PF, OV, UB/NF, & Incorrect Phase Seq.

OV - 105-125%
UV - 75-95%
Voltage Unbalance - 20% ( Fixed )

RISH RELAY - AR RISH RELAY – VR RISH RELAY - PHR
110VLL / 240VLL / 415VLL / 440VLL (3Φ) – 
Fixed input on ordering System 3Φ 3W 
(values in VLL) and 3Φ 4W (values in VLN)

P.ON, UB, PF

Model

Input

 

Accuracy  

Auxiliary

Response Time  

 

Trip delays

Fault Types 

 

 
 

 

Exclusive Features :-
• Reliable design with compact size
• LED indications for faults
• Limit settings using Presets on front side
• IP20 (FRONT) Protection

Programmable Digital Relay
Exclusive Features :-

• True RMS measurement
• Fully onsite programmable via push keys button & software
• Trip relay cum DPM with Class 0.5
• Last 15th faults storage
• Dual colour LED for fault indication(FIFO basis)
• User selectable system type - 1PH or 3PH 3W or 3PH 4W 
• Onsite selection of Auto scroll / Fixed Screen

• Onsite selection of Auto scroll / Fixed Screen
• USB Interface as mini USB
• Configuration Software - Freeware
• Click fit Arrangement (Panel Mount version only)
• Protection class IP 20 (Front)
• Fully Programmable CT & PT ratio via push button & software
• “AND” & “OR” logic Functions
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± 3% of Nominal value

Self Powered

< 200 msecs

3.5 SEC

Indications

Trip Points 

1CO, 1CO + 1CO

VU - 20%
PF - 70%

Size (H x W x D)

Relay Configuration

53 x 110 x 60.5 mm 18 x 90 x 66.5 mm 53 x 110 x 60.5 mm 

± 2% of Nominal value

60…300V AC/DC

< 140 msecs

OC - 30-140%
UC - 10-95%
Current unbalance - 20% 

0…10 Secs (adjustable for 
Over Current & Under current)

0…10 Secs(adjustable for Over & Under Voltage & Unbalance)
 Instant trip for Neutral fail, Phase fail & Phase reversal)

1A or 5 A (1Φ or 3Φ)

 

53 x 110 x 60.5 mm 53 x 110 x 60.5 mm 53 x 110 x 60.5 mm 

Relay Configuration

Size (H x W x D)

Easy Programming using front Keys or USB port and Software

100VLL…600VLL

60…300V AC/DC or 20…60 VDC & 20…40 VAC

Trip Points  

Trip delays

Fault Types

1 CO , 2CO, 1CO + 1CO

Over voltage protection, Under voltage protection, 
Single phasing protection, Phase incorrect sequence 
protection, Phase unbalance protection, Over 
frequency protection, Under frequency protection

Over Voltage, Under Voltage, Voltage 
Unbalance, Phase Failure, Neutral 
Failure, Incorrect Phase seq.

Over Current, Under Current, 
Current Unbalance, Current loss

Display 

Phase Unbalance, Phase Failure, 
Phase Incorrect Sequence

Over Voltage, Under Voltage, Voltage Unbalance, 
Phase Failure, Neutral Failure, Incorrect Phase seq.

Over Current, Under Current, 
Current Unbalance



RISH ELR VI

30 mA to 30A (Leakage current)

4 Digit LED Display

± 5% of Full Scale Nominal value (Leakage Current)
 ± 1% of nominal value (Voltage)
 ± 1% of nominal value (Input Current)
 ± 2% of nominal value (Power)

60…300V AC/DC or 20…60 VDC & 20…40 VAC

Over Current, Under Current, Over Voltage, Under Voltage, 
Earth Leakage Current Monitoring, Reverse Power Protection 
(ELR VI) Neutral to earth Voltage (ELR VI) protection (N-E)

Easy Programming using front Keys or USB port and Software

0.30 sec (progra) 

ICO (only for Rish ELR version), 
ICO + ICO (for all version), 
2CO (only for Rish ELR version)

DIN Rail Mount : 53 x 110 x 60.5 mm, 
Panel Mount : 96 x 96 x 55 mm, 
 

: 
Versions

RISH ELR  - ELR with single CBCT input  
 RISH ELR+ - ELR with two CBCT inputs  
 RISH ELR VI  - ELR with CBCT, V & I input (one each)

Exclusive Features :-
• True RMS measurement upto 15th Harmonic
• Leakage current monitoring in 1 & 3 phase system
• CBCT Open Detection
• Multi Load Protection(ELR +)
• Fully onsite programmable via push button 
• Trip relay cum DPM with Class 0.5
• Last 15th faults storage
• Dual colour LED for fault indication
• USB Interface
• Click fit Arrangement (Panel Mount version only)
• Protection class IP 20 (Front)

PROTECTION RELAY
Digital Earth Leakage Relays
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Exclusive Features :-

• True RMS measurement upto 15th harmonic
• Leakage current monitoring in 1 & 3 phase system
• CBCT Open Detection
• Leakage current & Trip time programmable on site
• DIP Switches for settings(Reset, Relay operations)
• Remote Reset facility
• Test & Reset button
• Analog output with respect to Leakage current(Option)

ELR with preset (Analog)- Single CBCT

+-

Input

Accuracy  

Auxiliary 

Fault Types  

Trip Points

Trip delays

Protection  
 

Size (H x W x D)

Output(Optional) 

 

30 mA to 30A

± 5% of Full Scale Nominal value (Leakage Current)
 
60…300V AC/DC or 20…60 VDC & 20…40 VAC

Over Current, Under Current, Over Voltage, Under Voltage, 
Earth Leakage Current Monitoring, Reverse Power Protection 
(ELR VI only) Neutral to earth Voltage (ELR VI only) protection

Tripping range 80% to 100% of In

Set value   0.8 sec

IP20 (Front)

90 x 35 x 65 mm

Relay 1 O/p:  2 C/O or 1 C/O + 1 C/O(default)
Relay 2 O/p: 1CO(optional)

1 Relay + 1 Analog (0-1mA) O/p 

NEW
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Accuracy 

New

Input

Display

 

 

 

Relay 
Configuration  

 
 
 

Auxiliary

Fault Types 

Trip Points

Trip delays

Analog O/p: 1 Relay

Slim Design

Encapsulated CBCT
Compact in size
Light in Weight

CBCT Specifications: - 

CBCT Type       : Closed Toroid

Turns Ratio       :  600 / 1A

Rated Current   :  30A

System Voltage :  720 V maximum

Insulation Voltage                        :  3kV for 1 minute

System Frequency                      :  50 Hz or 60 Hz

Distance Between CBCT & ELR : < 1 meters

Operating Temperature               :  -10°C to +55°C

Round CBCT (OD x ID x Axial)
 RISH TWE - 73/30(50) - 73 x 30 x 50 mm
  RISH TWE - 95/50(40) - 95 x 50 x 40 mm
  RISH TWE - 135/85(30) - 135 x 85 x 30 mm
  RISH TWE - 165/130(30) - 165 x 130 x 30 mm
 Rectangular CBCT (L x H x W)
 RISH TWE - 260/200(22) - 260 x 200 x 22 mm 

Size (H x W x D)

Exclusive Features :-
Core Balance Current Transformer (CBCT)

Slim Design

OD

ID

Axial

CBCT IDOD Axial

RISH TWE - 73/30(50)

RISH TWE - 95/50(40) 

RISH TWE - 135/85(30) 

RISH TWE - 165/130(30)

73

95

135

165

30

50

  85

 130

50

40

 30

 30

Diamentions (in mm)

Current Ranges

30mA to 30A

30mA to 30A

30mA to 30A

500mA to 30A

W

L

H

W

CBCT HL W

RISH TWE - 260/200(22) 260 200 22

Current Ranges

30mA to 30A

Specifications: - 

Turns Ratio       :  600 / 1A

Rated Current   :  30A

System Voltage :  720 V maximum

Insulation Voltage  :  3kV for 1 minute

Distance Between CBCT & ELR : < 1 meters

Operating Temperature :  -10°C to +55°C



ANALOG PANEL METER (APM)
90° Analog Panel Meters

RISH DE SWT

APM Type Nomenclature
DIN Sizes 

(mm)
Measured 

Parameters
Range of 

Measurement
Accuracy 

Class
Proof  Voltage 

(kV)

Moving Iron Meters

Moving Iron Meters with 
In-built Selector Switch

Moving Coil Meter

Moving Coil Meter 
with Rectifier

Maximum Demand 
Ammeter

Frequency Meter

Power Meter

DE

DS

FM

LM

48, 72, 96, 144

48, 72, 96, 144

48, 72, 96, 144

96, 144

AC Current & Voltage

3 PH AC Current & 
Voltage

DC Current & Voltage

Frequency

Power Factor
(1PH & 3PH)

Active and Reactive 
Power 1PH, 3PH bal 
and unbalanced load

3

3

2(Size-48)

3(Size-72, 96,144)

2

2

100mA to 100A
6V to 1000V

1A & 5A 100V to 600V

15µA to 40µA
50µA to 60µA
75µA to 100A
15mV to 40mV
50mV to 1000V

100µA to 10A
40V
40V to 60V
75V to 600V

45-50-55Hz, 
55-60-65Hz, 
45-55-65Hz, 
360-400-440Hz, 
380-400-420Hz

Voltage: 57.7 to 500 V

cap 0.5...1...0.5 ind 
cap 0.8...1...0.8 ind
cap 0.8...1...0.3 ind

1.5

5.0
2.5
1.5
2.5
1.5

1.5
5.0
2.5
1.5

3(MDI)
1.5(MI)

0.5

1.5

Note :

Exclusive Features :-

• UL 94 V-0 approved Glass Filled PC casing with Self Extinguishing and Non-
Drip material

• Available in four DIN sizes (48, 72, 96, 144)
• Scale Interchangeability
• Easy to replace Glass & Bezel onsite
• Complete back protection cover supplied as standard accessory for user safety
• Mechanical Shock Resistant spring, Pivot and jewel movements are used
• AC ammeters with X2 STD, upto X6 (on request)
• Ease of installation with metallic clamps
• IP 65 KIT (on request)

Conformance to Standards
• Performance : IEC 60051
• Safety : IEC 61010

• For Power Factor (LF) Meters, Range cap 0.5...1...0.5 ind is available with both balanced & unbalanced load. 
• Two ranges i.e cap 0.8...1...0.8 ind and cap 0.8...1...0.3 ind are available with balanced load only.
• 1 Phase Power Factor (LF) meters are not possible in 72 size.
• Optional Accuracy Class 1( accept MDI)
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Taut Band Meters

Exclusive Features :-
• Taut Band suspension – Eliminates friction and protects against shock
• Platform scale – No shadow on scale and readable, even from share angles
• Easy to read linear scale and wide angle deflection
• Provide terminal protection cover for safety

High quality range of Switchboard instruments to meet your needs, complying with ANSI-C39.1 
(1981) specification. It is available in 110mm square size. All switchboard instruments in the 
series features rugged, friction free and shock resistant taut-band suspension element.
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57.7V to 500V and 
1A, 5A with Lamda 
range 0.5 to 1.5

BM - 2 Pointer 
EB - 3 Pointer  

48, 72, 96 AC Demand Current 2

DE SWT 72, 96 1.5 3

1A & 5A

DG 48, 72, 96, 144 AC Current & Voltage

Power Factor Meter LF 72, 96, 144 1.5 2

48 mm 96 mm



240  Analog Panel Meters°

: 

Moving Coil Meter

Moving Coil Meter 
with Rectifier

Frequency Meter

Power Factor Meter

Power Meter 

DSL

DGL

FML

LFL

LML

48, 72, 96, 144

48, 72, 96, 144

96, 144

96, 144

96, 144

2.5
1.5
1.5
1.5

5
2.5
1.5

1.5

1.5

2

2

Note :

• UL94 V-0 approved Glass Filled PC casing with Self 
Extinguishing and Non-Drip material

• Measurement with high resolution
• Available in four DIN sizes (48, 72, 96, 144)mm
• Scales are Interchangeability
• Easy to replace Glass & Bezel onsite
• Back protection cover supplied for user safety (IP20)
• Shock resistant Spring, Pivot and Jewel movements 
• AC ammeters are supplied with suppression 
    (X1 STD, X2 , X5,  X6 - on request)

• In Moving Coil with Rectifier (DGL) meters, scales are non-linear for 100mA to 10A ranges
• For Power Factor (LF) Meters, Range cap 0.5...1...0.5 ind is available with both balanced & unbalanced load. Two ranges i.e cap 0.8...1...0.8 ind & 
    cap 0.8...1...0.3 ind are available with balanced load only.
• Optional Accuracy Class 1 (except MDI)
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Conformance to Standards
• Performance : IEC 60051
• Safety : IEC 61010

Other types of Analog Panel Meters

DE 2in1, DS 2in1, 
FM 2in1

ETM

SQ

FQ

AN 011

AN 012

96, 144 mm

72, 96 mm

96, 144 mm

72, 96 mm

1.5 Inches

2.5 Inches

1.5

-

-

0.5

2

2

2

2

Exclusive Features :-
• UL94 V-0 approved Glass Filled PC casing with Self Extinguishing and Non-Drip feature
• Shock resistant spring, pivot and jewel movements are used
• Ease of installation with metallic clamps
• 2 in 1 meters- dual measurement in single meter for AC/DC, V , I & Frequency
• Ansi series meters - Anush & Vista
• LED indications base Synchroscope
• Mechanical counter type Run hour meter (ETM)

Conformance to Standards
• Performance : IEC 60051
• Safety : IEC 61010

RISH VISTA 212

RISH VISTA 312

2.5 Inches

3.5 Inches

1.5

1.5

0.5

1.5

1.5

0.5

2

2

2

2

2

2

Frequency
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APM Type Nomenclature Sizes Measured Parameters Range of Measurement

AC Current & Voltage

Run Hours

Frequnecy & Phase 
difference

Frequnecy

  AC Current & Voltage

DC Current & Voltage

 

Accuracy 
Class

Proof Voltage 
(kV)

APM Type Nomenclature DIN Sizes (mm) Measured Parameters
Range of 
Measurement

Proof  Voltage 
(kV)

Accuracy 
Class

DC Current & Voltage

AC Current & Voltage

Frequency

Power Factor

Exclusive Features :-

DC Current & Voltage

AC Current & Voltage

Frequency  RISH VISTA 412 4.5 Inches

57.7V to 500V & 
1A, 5A with Lamda 
range 0.5 to 1.5

cap 0.5...1...0.5 ind
cap 0.8...1...0.8 ind
cap 0.8...1...0.3 ind

45-50-55Hz, 
55-60-65Hz
45-55-65Hz, 
360-400-440Hz
380-400-420Hz

100mA to 10A
40V
50V to 60V
100V to 600V

50µA to 60µA
75µA to 60A
60mV to 600V

45-50-55Hz, 
45-55-65Hz
55-60-65Hz

50mA to 50A & 
50mV to 600V

100mA to 60A 
& 6V to 600V

45-50-55Hz, 
45-55-65Hz,
55-60-65Hz

50mA to 50A 
& 50mV to 600V

100mA to 60A 
& 6V to 600V

45-50-55Hz,
55-60-65Hz,
45-55-65Hz
47-50-53Hz

100V to 500V

0.01 to 99999.99 Hrs,
(100-4400)V Range

Same as DE, DS & 
FM meters

2 in 1 meters

Elapsed Time Meters

Synchroscope

Vibrating Reed type 
Frequency Meter

Anush series meters

Vista series meters

Active & Reactive Power
1ph, 3ph balanced 
& unbalanced load

2

0.5 2

2

• For Power Factor (LF) Meters, Range cap 0.5...1...0.5 ind is available with both balanced & unbalanced load. 
• Two ranges i.e cap 0.8...1...0.8 ind and cap 0.8...1...0.3 ind are available with balanced load only.
• 1 Phase Power Factor (LF) meters are not possible in 72 size.
• Optional Accuracy Class 1( accept MDI)

144mm48 mm 96 mm72 mm
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Robust Case With A Classic Finish Interchangeable Scales Mounting

Easy Replaceable Glass & Bezel Self Lifting Terminal Screw Built In Transducer Using SMT

IP Protection

A) Swivel Screws B) Leaf SpringA) Standard IP 20 
    (Back Cover)

B) Standard IP 52

C) Optional IP 65

Rish Whiteline Features 

Rish Whiteline Accessories

Sizes:

48 x 48 mm, 72 x 72 mm, 96 x 96 mm

Scales Different Sizes & Color Bezels Adaptor Plate Panel Windows Red Pointer Kit

• RISHABH can supply blank scales and printed 

scales as accessories. 
• The special color marking, scale art-work different 

color bands are also supplied on request. 
• All Scales are printed as per the DIN standard. 
• Plastic Scales can be supplied on request.

We can change Scale very easily and we can use 

different color of bezel for indication purpose. 

e.g. Red, White, Yellow, Blue, Black. 

Available in 48 x 48, 72 x 72, 96 x 96 and 144 x 144 sizes.

Available for following size:

a) 96 x 96 mm Adaptor Plate with

    cutout of 48 x 96 mm size.

b) 144 x 144 mm Adaptor Plate with

    cutout of 96 x 96 mm size.

Sizes

72 x 72 mm

96 x 96 mm

48 x 48 mm

72 x 72 mm

96 x 96 mm

144 x 144 mm

Available for following size:

Available in 90 & 240 deg.

* applicable for distributors on case to 

case basis.

DIN Rail Mounting Base

Horizontal (Universal)
Mounting

(Additional accessories - have to be ordered seperately)

Mounting Bracket

Terminal Cover

SPAR-SA00-0404

Transformer Type

3PH series CTs,
62 series,
74 series,
86 series,
104 series

Rish TW series CTs

Rish Xmer series Cts

45(40) series

Order View

Description

Thread Cutting Screw 4 x 35mm

Thread Cutting Screw 4 x 45mm

Thread Cutting Screw 4 x 75mm

Wall Mounting Clamp

View

Accessories

Swivel

Shoe for self tapping M4 screw

Nut for M4 screw

Locking Pin

Thread Cutting Screw M4 x 45mm

 Accessories For CT’s
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DIN Rail Plate 

Wall mount brackets  
             

Laser printing

   3 PH CT with RJ12Locking pin

   Terminal Glass Cover

SPAR-SA00-0628
(Black colour)

Horizontal (Universal)
Mounting

SPAR-SA00-0324

SPAR-SA00-0325

SPAR-SA00-0404

Transformer Type

3PH series CTs,
86(45) series
104(45) series
140(45) series
225(50) series

50(30) series CTs

3PH series CTs,

62(40) series

74(45) series

86(45) series

104(45) series

45(40) series

Order View

SPAR-SA00-0324 50(30) series CTs



Terminal Cap
Swivel for RISH Xmer
with Mounting Screw

Terminals

Swivel for RISH Xmer
with Mounting Screw

Case

Wall Mounting Clamp

DIN Rail Plate

Core

METERING CURRENT TRANSFORMERS

RISH Xmer Series Current Transformers (LV) 

Exclusive Features :-

• Each CT with individual Routine Test Certificate (RTC) - Soft Copy
• Wall mounting Clamps (Default)
• Hinged & Wire sealable terminal covers
• 1 year warranty

Wound Primary Current Transformer

Square Type Current Transformer 
(RISH Xmer Series)

Round Type Current Transformer 
(TW Series)

Protection Class Current Transformer

Split Core Current Transformer 
(RISH Xmer SC Series)

Compact Split Core CT

3 Phase Current Transformer

Summation Current Transformer

Resin Cast Current Transformer
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Nano CT with Rj12, 
3 PH RJ12 CT, 1 PH RJ 12 CT

DIN Rail Plate 

Wall mount brackets  
             

Laser printing

   3 PH CT with RJ12Locking pin

   Terminal Glass Cover
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IEC 61869-2, IEC/EN60044-1, BS 3938

Unfilled Polycarbonate, flame retardant grades UL 94V-0

Two connection on each side. M4 screw with self lifting clamp strap 
assembly for Xmer series, SC series, 3 in 1 series and one connection 
on each side M4 screws with self lifting clamp strap for Round & 
Resin Cast CT series.

0Class E (120 C max)

720V maximum

4kV 50/60Hz for 1 min (except for 50/30 CT type and 50/50 CT 
where test voltage is 3kV      50/60Hz for 1 min)

3kV 50/60Hz for 1 min

50Hz or 60Hz 

1A to 7500A

5A standard (1A on request)

1, 1.25, 1.5, 2.5, 3.75, 5, 7.5, 10, 12.5, 15, 20, 30, 45, 60, 100VA

0.2, 0.2S for accurate measuring kWh  
0.5, 0.5S for laboratory and power measurement  
1 for general measurement 
3 for indicating instrument

-25 C...+40 Co o

-50 C...+80 Co o

40 x In for Wound Type CT 
60 x In for Busbar Type CT

2.5, 5, 10, 15, 20

Applicable Standard 

Case    

Connection  
 

Insulation

System Voltage   

Test Voltage
For Busbar type CT

For Wound type

Operating Frequency

Rated Primary Current  

Rated Secondary O/P 

Rated Burden   

Class of Accuracy   

Operating Temperature  

Storage Temperature  

Thermal Short Circuit 
Current (Ith)     

Dynamic Short Circuit 
Current (Idyn) 

Instrument Security 
Factor (FS)  

2.5 x Ith



Square type Metering Class Current Transformers

• Wide range of system current ratings (1-7500A)
• Hinged and wire sealable terminal cover 
• Dual secondary connection facility giving access from 

both sides of transformers
• Self lifting terminal clamps saves termination time

31

26
40.5

31

10.5

21

15.5
31

21

41

31
51

41
41

31

51

41
61

51

61

51

81

61

30

11

21
11

21

11

15.5

15

21
12.5

31
12.5

21
11

31
12.5

31
12.5

31

12.5

31

12.5

31

-

20.5

-

12.5

-

21

-

20.5

30.5

-

30.5

-

10

-

10.5

10.5

-

10.5

Xmer Metering Class CT

CT Dimensions (mm)

ID Busbar L Busbar W

81

61

101

31

51

56

-

-

-

-

30.5

31

28

20.4

26

35

41

36

46

51

54

65

-

22

26

14

26

14

14

21

21

73

55

-

-

Exclusive Features :-

86

40

37

70

92

65

103

128

130

93

66

101

81

71

86

101

81

71

31

51

61

41

38

70

125

167

31

51

61
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RISH Xmer Series 

50A to 800A 0.2S, 0.2, 0.5S, 0.5, 1

20.5 10.521

RISH Xmer 104/60(45)

RISH Xmer 104/80(45)

RISH Xmer 130/100(50)

RISH Xmer 100/100V(45)

RISH Xmer 100/130V(45)

RISH Xmer 140/130V(45)

RISH Xmer 225/125(50)

RISH Xmer 225/167(50)

RISH Xmer 140/80(45)

1A to 30A

1A to 60A

30A to 300A

50A to 400A

40A to 300A

50A to 400A

75A to 600A

30A to 300A

50A to 400A

50A to 600A

50A to 600A

50A to 500A

50A to 800A

100A to 800A

40A to 800A

40A to 1000A

100A to 1000A

50A to 1000A

40A to 500A

100A to 1250A

100A to 1600A

100A to 1600A

200A to 2000A

200A to 2000A

600A to 3000A

200A to 4000A

200A to 3000A

400A to 2500A

400A to 3200A

400A to 5000A

600A to 6000A

1000A to 7500A

1.5VA to 60VA

1.5VA to 60VA

2.5VA to 30VA

2.5VA to 30VA

3.75VA to 20VA

5VA to 100VA

3.75VA to 45VA

2.5VA to 15VA

1.5VA to 60VA

1.5VA to 30VA

1VA to 45VA

1VA to 30VA

1VA to 30VA

1.5VA to 30VA

1.5VA to 15VA

1VA to 20VA

1.5VA to 30VA

1VA to 20VA

1.25VA to 30VA

1VA to 15VA

1VA to 10VA

1VA to 5VA

1.5VA to 10VA

1VA to 10VA

1VA to 5VA

1VA to 7.5VA

1VA to 7.5VA

1VA to 7.5VA

1VA to 12.5VA

1VA to 15VA

1VA to 15VA

1.5VA to 15VA

1.5VA to 15VA

0.2S, 0.2, 0.5S, 0.5, 1

0.2, 0.5, 1

0.2, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2, 0.5, 1

0.2, 0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

0.2S, 0.2, 0.5S, 0.5, 1

Class of accuracyVA Ratings
Primary current 

ratings
CT Type

RISH Xmer 140/100H(45)

RISH Xmer 62/W(40)

RISH Xmer 74/W(45)

RISH Xmer 45/14(40)

RISH Xmer 45/21(40)

RISH Xmer 50/14(30)

RISH Xmer 50/21(30)

RISH Xmer 50/30(30)

RISH Xmer 50/14(50)

RISH Xmer 50/21(50)

RISH Xmer 50/30(50)

RISH Xmer 62/R

RISH Xmer 62/20(40)

RISH Xmer 74/20(45)

RISH Xmer 62/30(40)

RISH Xmer 140/100V(45)

Exclusive Features :-

www.rishabh.co.in

RISH Xmer 62/40(40)

RISH Xmer 62/30(50)

RISH Xmer 74/30(45)

RISH Xmer 74/40(45)

RISH Xmer 74/50(45)

RISH Xmer 86/40(45)

RISH Xmer 86/50(45)

RISH Xmer 86/60(45)



Square type Protection Class Current Transformers

CT Type
Primary current 

ratings
VA Ratings Class of accuracy

ID Busbar L Busbar W

RISH Xmer 62/R

RISH Xmer 62/20P(40)

RISH Xmer 74/20P(45)

RISH Xmer 74/40P(45)

RISH Xmer 86/40P(45)

RISH Xmer 86/50P(45)

RISH Xmer 104/30P(45)

RISH Xmer 104/50P(45)

RISH Xmer 104/60P(45)
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15.5

12.5

20.5

11

31

22

-

20.4

35

36

46

30

41

54

NA

20.5

12.5

41

12.5

41

31

51

41

31

26

51

41

61

51

41

31

NA

11

15.5

12.5

41

12.5

31

11

26

12.5

31

12.5

31

41

51

100A to 300A

100A to 200A

200A to 400A

120A to 750A

100A to 600A

100A to 800A

50A to 600A

150A to 1000A

100A to 800A

1VA to 1.5VA

1VA

2.5VA

1VA to 2.5VA

1VA to 7.5VA

1.5VA to 7.5VA

1.5VA to 15VA

1.5VA to 10VA

1VA to 10VA

54

73

86

42.5

90

65

61

125

167

61

51

41

31

81

61

101

81

71

31

93

66

31

51

61

31

51

12.5

31

41

51

RISH Xmer 140/60P(45)

RISH Xmer 140/80P(45)

RISH Xmer 140/100P(45)

RISH Xmer 225/60P(50)

RISH Xmer 225/125P(50)

RISH Xmer 225/167P(50)

200A to 2000A

200A to 2500A

250A to 3000A

100A to 2000A

600A to 5000A

1000A to 6000A

2.5VA to 20VA

2.5VA to 20VA

1VA to 10VA

5VA to 15VA

1.5VA to 20VA

2.5VA to 20VA

5P5, 10P5

5P5, 10P5

5P5, 10P5

5P5, 10P5

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

5P5, 10P5, 5P10, 10P10

• Protection Class CT is mentioned as per the accuracy Class as 5P & 
10P. If it is mentioned as ‘XPY’ then XP stand for the accuracy Class of 
CT whereas Y stand for the Over Current Rated limit Factor 

• Wide range of system current ratings (100A - 6000A)
• Hinged and wire sealable terminal cover
• Available Class of protection : 5P5, 5P10, 10P5, 10P10
• VA rating : 1VA - 20 VA 

www.rishabh.co.in
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Round type Metering Current Transformers

Exclusive Features :-
• Wide range of system current ratings (50A - 3200A)
• Transparent terminal cover provides IP-20 protection to 

terminals (TW series)
• Various types of mounting options are available like Wall 

mounting, cable mounting, Busbar mounting etc.
• Available Class: 1, 0.5, 0.5s, 0.2 ( TW series)
• UL approved (TW series)
• Note :- Customize CT’s in Round type will be supplied 
                without casing (Tape Wound type)  

CT Dimensions (mm)

Note :- Customize CT with 5P20, Class X will be supplied (on request)
            Core with customize dimensions (on request)
 

Exclusive Features :-
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CT Dimensions (mm)
CT Type

Primary current 
ratings VA Ratings Class of Accuracy

OD ID Axial/HT

TW series Metering CT

73

73

92

100

110

159

30

30

43

58

72

113

40

50

41

41

41

40

TW-1

TW-2

TW-3

TW-4

TW-5

TW-6

50A to 200A

50A to 200A

50A to 300A

120A to 600A

200A to 1000A

600A to 3200A

1.5VA to 10VA

1.5VA to 15VA

1VA to 20VA

1VA to 25VA

1.5VA to 30VA

1.5VA to 45VA

0.5, 1

0.2, 0.5S, 0.5, 1

0.2, 0.5S, 0.5, 1

0.2, 0.5S, 0.5, 1

0.2, 0.5S, 0.5, 1

0.2, 0.5S, 0.5, 1

CT Dimensions (mm) CT Type Primary current 
ratings

VA Ratings Class of Accuracy

OD ID Axial/HT

TW-E series Metering CT

30

30

43

50

58

72

85

113

130

150

200

73

80

92

95

100

110

135

159

165

190

235

50

100

41

40

41

41

30

40

30

40

35

TW-E 73/30(50)

TW-E 80/30(100)

TW-E 92/43(41)

TW-E 95/50(40)

TW-E 100/58(41)

TW-E 110/72(41)

TW-E 135/85(30)

TW-E 159/113(40)

TW-E 165/130(30)

TW-E 190/150(40)

TW-E 235/200(35)

50A to 200A

100A to 150A

200A to 400A

200A to 300A

400A to 600A

800A to 1000A

800A to 1200A

1200A to 2000A

2400A to 3000A

3200A

4000A to 5000A

5VA to 15VA

10VA to 15VA

5VA to 15VA

5VA to 15VA

5VA to 15VA

5VA to 15VA

5VA to 15VA

 15VA

 15VA

 15VA

15VA

0.5, 1,5

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

1
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Rish 3 in 1 Series Metering Current Transformers

Exclusive Features :-

• Wide range of system current ratings (40-800A)
• Compact Size, saves space in the panel 
• Hinged and wire sealable terminal cover (3 in 1 CT’s)
• Mounting options available like DIN Rail mounting (Optional) 
    Wall mounting, Busbar mounting etc.
• Dual secondary connection facility giving access from both sides 

of transformers (for 1A/ 5A type O/p CT’s)
• RJ 12 connection cable (1.5 meter) 

3 in 1 Metering Current Transformers
(3 in 1, Nano 3 in 1 CTs with RJ 12 Connection)

CT Dimensions (mm)
CT Type

Primary current 
ratings

VA Ratings Class of accuracy
ID

7.5

15

25.5

X308 : 63A

X306 : 125A

X307 : 250A

63A

125A

250A

0.1VA

0.1VA

0.1VA

0.5

0.5

0.5

Rish Nano 3 in 1 Metering Current Transformers

• Available in 3 models :- 63A, 125A & 250A
• Easy and safe electrical connection
• High Electric isolation between primary conductor and output
• Output : 100mA AC
• UL Grade Polymer casing
• IP 20 at Secondary terminal
• Cable length 1.5 m 

Exclusive Features :-

CT Dimensions (mm) CT Type Primary current 
ratings

VA Ratings Class of Accuracy

Busbar ID ID Axial/HT

14.5

20.5

31

27

37

-

-

RISH Xmer 3PH 75-15(60)

RISH Xmer 3PH 105-21(40)

RISH Xmer 3PH 140-31(40)

RISH Xmer 3PH 185-27(45)

RISH Xmer 3PH 185-37(45)

100A to 160A

100A to 250A

250A to 500A

40A to 500A

300A to 800A

1VA to 2.5VA

1VA to 2.5VA

1.5VA to 3.75VA

1.25VA to 5VA

2.5VA to 5VA

0.5, 1, 3

0.5, 1, 3

0.5, 1, 3

1, 3

1, 3

14 x 24

20 x 24

31 x 35

60

40

40

45

45
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Rish 3 in 1 series RJ12 type Metering CT

www.rishabh.co.in

Exclusive Features :-
• Compact Size, saves space in the panel with good aesthetics
• Transmission of measuring signal to the measuring unit via RJ12 connection cable
• Secondary wires with RJ12 socket provides fast connection and eliminate wiring errors. 
• Various types of mounting options are available like Din Rail mounting, Wall mounting, Busbar mounting etc.
• Secondary current of 100mA
• It can also be used in Circuit Breaker Panel
• Cable length: 2m max(white) for , 105, 140, 215 RISH RJ 12-75 RJ 12- RJ 12- RJ 12-
                         1.5m(black) for RISH RJ 12-65 : 63A, RISH RJ 12-90 : 125A, RISH RJ 12-116 : 250A  

23

CT Dimensions (mm) CT Type Primary current 
ratings

VA Ratings Class of Accuracy

ID Busbar L Busbar W

23

43

55

85

85

33

55

85

125

172

RISH Xmer 93/30SC(40)

RISH Xmer 105/50SC(50)

RISH Xmer 125/50SC(40)

RISH Xmer 155/80SC(40)

RISH Xmer 195/80SC(64)

100A to 400A

100A to 800A

250A to 2000A

250A to 3000A

500A to 5000A

1.5VA TO 10VA

1.5VA to 12.5VA

1VA to 15VA

1VA to 45VA

1.25VA to 45VA

0.5, 1, 3

0.5, 1

0.5, 1

0.5, 1

0.5, 1

Split Core type Metering Current Transformers 
Exclusive Features :-

• Wide range of system current ratings
• No need to open the busbar or cable for CT installation, drastically 

save the termination time
• Hinged and wire sealable terminal cover 
• Various types of mounting options are available like Wall mounting, 

Busbar mounting.
• Dual secondary connection facility giving access from both sides of 

transformers.
• Self lifting terminal clamps saves termination time.
• UL94 V-0 approved Polycarbonate casing with Self extinguishing 

and Non-Drip feature

23

43

55

85

85

CT Dimensions (mm)
CT Type

Primary current 
ratings VA Ratings Class of Accuracy

ID

18.5

18.5

32.5

Compact Split CT 36/18

Compact Split CT 50/18

Compact Split CT 50/32

60A to 100A

100A to 250A

200A to 500A 

0.2

0.2VA to 1VA

0.2VA

3

1, 3

1, 3

Exclusive Features :-

• Compact Size, saves space in the panel with good aesthetics
• Hinged Split core and Swing open for ease of installation
• Cable tie provision for faster installation
• Safety Plug in shorting link
• Assured core contact with latching type snap fitment

Rish Compact Split Core Metering CT

CT Dimensions (mm)

ID Busbar L Busbar W

-

-

-

-

8

15

26

15.3

22

31

50.2

-

-

-

27

25

31

54

-

-

-

RISH RJ 12-75

RISH RJ 12-105

RISH RJ 12-140

RISH RJ 12-215

RISH RJ 12-65 : 63A

RISH RJ 12-90 : 125A

RISH RJ 12-116 : 250A

60A to 160A

60A to 250A

250A to 630A

750A to 800A

63A

125A

250A 

0.25VA

0.25VA to 0.5VA

0.25VA

0.5VA

0.1VA

0.1VA

0.1VA

1

1

1

1

0.5

0.5

0.5

Axial/HT
CT Type

Primary current 

ratings
VA Ratings Class of Accuracy

60

35

38

56

30

30

30
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5+5A to 5+5+5+5A

5+5+5+5+5A to 5+5+5+5+5+5+5+5A

5VA to 25VA

5VA to 25VA

0.5, 1

0.5, 1

 

75mm

150mm

RISH Xmer Sigma 75

RISH Xmer Sigma 150

Summation Current Transformer

Exclusive Features :-

• Terminal Protection IP10
• ISF 5, 10
• 5VA to 25VA
• Self Lifting Terminal Clamps

24

CT Type
Primary current 

ratings VA Ratings Class of Accuracy

Resin Cast series Metering CT

80

90

110

135

165

195

230

295

30

50

72

85

115

130

165

200

LTRC-1 80/30(50)

LTRC-2 90/50(40)

LTRC-3 110/72(40)

LTRC-4 135/85(40)

LTRC-5 165/115(40)

LTRC-6 195/130(40)

LTRC-7 230/165(40)

LTRC-8 295/200(40)

100A to 160A

200A to 320A

400A to 630A

800A to 1250A

1500A to 2000A

2500A to 3200A

3000A to 3200A

4000A to 5000A

1VA to 5VA

3.75VA to 10VA

5VA to 15VA

15VA

15VA

15VA

15VA

15VA

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

0.5, 1

Resin Cast series Protection CT

50

40

40

40

40

40

40

40

OD / ID (Axial) mm
CT Type

Primary current 
ratings VA Ratings Class of Accuracy

OD ID Axial/HT

80

90

110

135

165

195

230

295

30

50

72

85

115

130

165

200

100A to 160A

200A to 320A

400A to 630A

800A to 1250A

1250A to 2000A

2500A to 3200A

3000A to 3200A

4000A to 5000A

1VA to 1.5VA

1VA to 2.5VA

1VA to 1.75VA

1.75VA to 5VA

1.75VA to 6.25VA

3.75VA to 7.5VA

3.75VA to 5VA

10VA to 20VA

5P5, 5P10

5P5, 5P10

5P5

5P5, 5P10

5P5, 5P10

5P10

5P10

5P10

50

40

40

40

40

40

40

40

LTRC-1 80/30(50)

LTRC-2 90/50(40)

LTRC-3 110/72(40)

LTRC-4 135/85(40)

LTRC-5 165/115(40)

LTRC-6 195/130(40)

LTRC-7 230/165(40)

LTRC-8 295/200(40)

Note : For higher accuracy class Resin Cast CTs, please contact nearest sales office

Resin Cast Current Transformers

Exclusive Features :-

• Wide range of system current ratings
• Transparent terminal cover provides IP-20 protection to terminals
• Metallic foot mounting option is possible
• Self lifting terminal clamps saves termination time.
• Compact Size

Mounting Options for Rishabh CT’s
• Shown mounting options is applicable for Resin Cast 

Metering Series
• Shown mounting options are applicable for Rish XMER 

Series,  Rish XMER Protection Class Series, Rish 3-in-1 
Series, Split Core Series (Only Bus Bar Mounting & Wall 
Mounting applicable)

• Shown mounting options are applicable for Rish TW 
Series, Rish TW-E Series

Exclusive Features :-

Outer Dimension CT Type Primary current ratings VA Ratings

www.rishabh.co.in

Class of 
Accuracy

OD / ID (Axial) mm

OD ID Axial/HT
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Accuracy Class

5 Seconds withstand

Shunt Dimensions

Test Voltage with an Isolating Base

Resistance of connection wires 

from Shunt to meter

Continuous overload

Temperature Co-efficient

Ambient Temperature

Operating Temperature

Storage Temperature

Millivolt Outputs

0.5 (0.2 on request)

10 times for 1A to 500A

5 times for 600A to 2000A

2 times for 2500A to 15000A

According to DIN 43703 & 1248-8 Standard

5 kV

35  or 75  mΩ Ω

(wires are not delivered with Shunts)

20% of rated current

0.002% per C0

Calibration at 23°C

-10°C to 5 °C0

-20°C to 70°C

50mV, 60mV, 75mV, 100mV and 150mV

SHUNT Exclusive Features :-

• Superior finish
• High Accuracy Class 0.5 (0.2 on request)
• UL and CE approval
• Primary Current ratings available from 1A to 15000A

TYPE - T TYPE - L

TYPE - I

Exclusive Features :-
Types:-

General Specifications

Isolator Switches Changeover Switches

MULTISTEP

1

Multistep Switches Instrument Switches

Breaker control (TNC) SwitchesSpring return Switches

Reverse Forward Switches

• Complete range of cam switches for control, instrumentation and 
motor starting applicationsQuick and easy installation

• Compact size
• Multi pole design
• Long distance visibility
• Touch-proof terminals with IP20 protection
• Available in different colors e.g. Red & Yellow, Grey & Black

• Isolator switches
• Changeover Switches
• Multi Step Switches
• Instrument Switches
• Breaker control (TNC) Switches
• Spring return  Switches
• Reverse forward Switches

• 1 pole to 12 poles
• Available Current Ratings : 6A to 200A
• Application : To isolate particular area of operation 

& switching of electrical circuits or equipments
• Angle of rotation : 45°, 60°, 90° & 90° 

with complete rotation

• 1 pole to 6 poles, 2 way & 3 ways
• Available Current Ratings : 6A to 200A
• Application : To change particular area of the 

operation & for switching between circuits
• Angle of rotation : 60° & 90°, 90° without off 

• 1 pole to 4 poles, 3 ways to 11 ways
• Available Current Ratings : 6A to 200A
• Application : To connect the different circuits in 

common supply or vice-versa
• Angle of rotation : 30°, 45°, 60° & 90°

• Ammeter & Voltmeter Selector Switches
• Available Current Ratings : 6A, 10A & 16A, 20A
• Application : To measure the current in the circuit 

or the voltage across the circuit
• Angle of rotation : 45° & 90°

• Contact Type : 1 NO-1 NC & 2 NO-2NC
• Available Current Ratings : 25A and 32A 
• Application : To close or trip the circuit breaker 

manually generally for maintenance purpose
• Angle of rotation :  60°

• On-Off & double throw spring return switches
• Available current Ratings : 16A & 25A
• Application : To make and break or changeover 

the circuit with spring return mechanism
• Angle of rotation : 60° & 90°

• 2 Pole & 3 Pole
• Available Current Ratings : 25A, 32A, 40A & 63A
• Application : To operate the motor in reverse & 

forward direction
• Angle of rotation : 45° & 60°

25

ROTARY CAM SWITCH

Note:- Mounting Hardware not supplied with Shunts

Exclusive Features :-

• Isolating Base for lower current rating Shunts (up to 25A primary) 
• Available secondary with 60mV & 150mV according  to DIN 43703
• Available secondary with 50mV, 75mV & 100mV as Non DIN option

www.rishabh.co.in

DB Switch 
with 

LED indication

Launching



global@rishabh.co.in

Head Office:
F-31, MIDC, Satpur, 
Nashik - 422007, Maharashtra, India 

+91-253 2202004/006/008

RISHABH INSTRUMENTS LIMITED
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Zera – RMM3000
Reference  Meter

Omicron 256 plus
Power Quality Analyzer

Fluke 5500A
Multifunction Calibrator

CALMET C300B
3 Phase Power Calibrator
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